MULTI-FAMILY REHABILITATION AND QUALIFICATION
FOR RENTAL PROGRAM, FOR
HILLCREST COURT APARTMENT COMPLEX BUILDINGS AND SITE
PROJECT #ES10-031

JUNE 7, 2010
ADDENDUM #1

The attached constitutes additional information and serves to clarify issues (considered to be part of the City of

Victorville “HILLCREST COURT APARTMENT COMPLEX BUILDINGS AND SITE PROJECT #ES10-
031”).

Should you have any questions, please feel free to contact Elizabeth Salcido, Purchasing Technician at (760) 243-
6371, Fax (760) 269-0045, or email: esalcido@ci.victorville.ca.us.

REVISIONS:

1. Section 2, Federal Requirements - Wage Rate Requirement, Federal General Wage
Decision Number, CA20080037, Modification No. 3, dated April 16, 2010. Replace with Federal
General Wage Decision Number, CA20080028, Modification No. 3, dated May 14, 2010.

2. Section 3, Technical Provisions:
a. Segments 1-3, replaces Segments with attached Addendum 1
b. Hillcrest Apartment Remodel Floor Plans are attached hereto and made a part herof.

ATTACHMENTS

1. Prevailing Wage Rate, General Decision Number CA20080028, Modification No. 3, dated May 14, 2010
2. Technical Provision Segments 1- 3, Addendum1

3. Hillcrest Apartment Remodel Floor Plans (pages 1-4)
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Please confirm receipt of this Addendum #1, ES10-031, by either faxing the acknowledgment to the City of
Victorville, Purchasing Division at (760) 269-0045, or by attaching the signed acknowledgment to your bid
proposal. Failure to acknowledge receipt of this addendum may result in the disqualification of your
proposal. The undersigned acknowledges receipt of ADDENDUM #1:

Name of Bidder
Address

Telephone No. Fax No:

Signature:

Title Date
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TECHNICAL REQUIREMENTS
SEGMENTS 1 &2, ADDENDUM 1
NEIGHBORHOOD STABILIZATION PROGRAM
HILLCREST APARTMENT COMPLEX BUILDINGS
AND SITE, PROJECT ES10-031

Site Address: 15430 Culebra rd. Hillcrest Court Apartments (67 units).
Owner Name(s): NSP City of Victorville — Redevelopment Agency
Phone- (760) 955-5032

Item #

Description

Seq. #1 FULLY INTEGRATED DEVELOPER - Rehabilitation of the complex, property management services, and

possible owner operation (owner operation to be determined at a later date); or

Seq #2 CONTRACTOR/PROPERTY MANAGEMENT COMPANY PARTNERSHIP- A collaborative application

1.

for rehabilitation and property management services.

PROGRAM UNDERSTANDING
This section should convey a clear understanding of the nature of the work and identify any major program
issues, plus any proposed solutions from the Development Partner and any sub-developers.

BUSINESS STRUCTURE

a. Provide a description of the company/team (including identification of sub-developers and team
relationships). This includes when it was created, the company mission, company accomplishments, and
why the company is interested in being involved with the MFR-ARR.

b. Include a discussion of the firm/team’s approach for completing the services required for this project within
budget and schedule.

APPROACH AND MANAGEMENT PLAN

Provide a brief summary with the proposed approach and management plan for providing services. Include an
organization chart showing proposed relationship among Development Partner’s team/staff as well as any other
parties that may have significant role in the delivery of this project.

WORK PLAN AND SCHEDULE

Include a description of how each task of a rehabilitation project will be conducted, identification of
deliverables for each task, and an implementation schedule. The work plan should include sufficient detail to
demonstrate a clear understanding of the project. Discuss the Development Partner’s approach for completing
the project.

REHABILITATION/CONSTRUCTION EXPERIENCE

a. Provide a description of your experience in the rehabilitation and/or construction of residential housing in
the last five (5) years. Your description should include how you evaluate property conditions, identify
building code violations, determine rehabilitation cost, and obtain required building permits and
inspections. Include references.

b. Provide addresses of at least five (5) properties that required major rehabilitation and/or construction by the
company in the last five (5) years. Include before and after photos of a few of the best properties.

c. Disclose any cities that have already selected, or are considering, the company for participation in a similar
MFR program.

d. If any of the cities mentioned above approved your company for participation, how many properties could
your company realistically commit to rehabilitating in the next twelve months in the City of Victorville?

ASSET MANAGEMENT EXPERIENCE
a. Provide a description of your experience in property asset management of MFR properties in the last
five (5) years.
b. Provide a description of how your company plans to maintain and secure the properties throughout the
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Item #

Description

entire process, including during construction period and after rehabilitation is completed but while the
property waits for tenants to move-in.

FINANCING
Provide your organization’s past three (3) years financial statements.

EXPERIENCE WORKING WITH GOVERNMENTS
a. Provide a brief description of your experience in the last 10 years in working with local governments in
rehabilitating or constructing new residential property. Demonstrate that this experience includes
understanding the government regulations in program administration and the various funding sources.
b. Provide a list of government agencies (including reference contacts) with whom you have worked.

SITE DEVELOPMENT / MAINTENANCE

Architect and engineer site evaluation, plans, design and structural evaluation for project buildings.
Cap both parking lots with 2 inches of A.C. Remove main road to back parking lot compact sub
base to 90% install 4 inches of class 2 base compact to 95% and install 3 inches of A.C. and install
striping with bump stops. To include disposal of all material from work site to approved location.
Install 2 city standard masonry trash enclosures with gates and pedestrian walkways.

Repair, replace, and add exterior site and walkway lighting throughout project. Add walkway
lighting around project and on building for security and egress from building. For site lighting use
Residential Landscaping Lighting and design / LIfeStyle Single Straight Clevis Decorative Lighting
Poles black in color 12 feet in height all lights to be energy efficient. Security lighting on building
Lithonia lighting TWF1 100M approximately 6 per building 12 feet high on building wall. Or
approved equal all site lighting to be operated by photo cell or timer.

Repair/ replace and install as necessary all site vehicle and pedestrian security gates and systems. To
include entry call system, key pad entry system, camera/security system, automatic vehicle gate
opening system. Install security/camera system for site at pool, recreational area, vehicle and
pedestrian gates, monitor location to be manager’s office.

Repair/replace all site sidewalks damaged by construction/age in conformance with current ADA
standards, and repair drainage to current building standards.

. All buildings and the entire site shall be treated for termites, bugs, and rodents.

Remodel Laundry rooms and install new energy efficiency coin operated washers and dryers. 3
washers and dryers in each laundry room. To include new water heater and folding tables.

Install new security 6 foot high wrought iron perimeter fencing . Fence to be 1 inch square pickets
with 1x2 inch top and bottom rail. Masonry columns approximately every 30 feet throughout
complex with 3x3 inch steel post. To include disposal of all old fence, poles, footing and all material
from work site to approved location.

Install playground equipment BY O playground melody maker #902-PD to include 12 inches of
wood chips under playground equipment to extend 6 feet past all equipment with BBQ and benches
at recreational areas.

Note: All repair work which requires a patch, texture, and/or paint shall match existing surfaces,
unless noted otherwise.

Landscaping
a. Clean/clear all sloped areas along northern property line, (concrete, dead vegetation and downed

trees, grind all tree stumps), and plant shrubs spaced 5-feet o/c, ground cover and decorative rock.

b. Remove unnecessary grass from slopes and around buildings and replace with ground cover and
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Item # Description
decorative rock.

c. Remove dead and diseased trees throughout the site, grind stumps, and replant trees.

d. Create planter areas adjacent to access gates from alleyway, remove asphalt, extend irrigation, and
add plant material and ground cover.

e. Inspect, test, and repair existing irrigation system and install drip irrigation in new planter areas and
trim numerous mature trees on site.

Pool equipment/buildings

a. Repair/replace all pool equipment, pool lighting, pool fencing and pool decking to current building
and accessibility codes and energy efficiency standards. Includes installation of an ADA compliant
lift for persons with disabilities.

b. Pool house; remodel bathrooms for ADA accessibility (see plans), doors to the outside of building
and install ADA shower on the outside of building. The rest of the building to be turned in to a
recreation room with access outside of pool area.

¢. Rebuild pool equipment building to match exterior of buildings in project.

Exterior of building

a. Replace any damaged exterior wood trim and/or fascia throughout on all buildings within the
project. Extend eaves over second floor walkways. Install out-lookers on all gable ends to support
fascia.

b. Patch all cracks, holes and damaged areas in stucco due to age, water and weather on exterior stucco
walls throughout all project buildings and texture to match.

c. Repair/ replace and paint all exposed exterior wood of buildings with exterior grade primer and
semi-gloss paint; to include fascia, eaves, trim, unit doors, storage closet doors, and garage doors.

d. Refurbish exterior second floor walkways on all buildings for drainage with non-slip surfaces.

e. Replace damage stair treads on all exterior stairs and install toe kick plates per current building
codes.

f. Replace complete roofs on all project buildings. Remove all old roofing to roof deck. Replace any
damage wood before installing new roof. To include, installation of dormer vents per current
California Code, one layer type #15 asphalt saturated high performance polyester (HPP)
underlayment and 30 year fiberglass base architectural composition shingles. Provide drip edge at all
eaves and gables of shingle roof. Install per manufacturer’s specifications. To include disposal of all
material from work site to approved location.

g. Reframe and stucco all (approx.66 openings) garage door openings to fit a standard single 8 foot
wide by 7 foot tall garage door and install new roll-up doors in all openings with garage door
openers. To include disposal of all material from work site.

h. Replace all storage closet doors, jambs, and locking hardware. Doors to be 36x80 inch solid core
door with complete weather striping. With new keyed-alike locking entry knob and single cylinder
dead bolt Kwikset 780 series deadbolt satin chrome finish and Copa handle satin chrome finish
Approximately 60 doors. To include disposal of all material from work site to approved location.

I.  Sand blast exterior of building to remove paint from stucco patch all damage areas and retexture
color coat. Owner’s choice of color.

j.Install rain gutters and down spouts over all garages and walkways on buildings.

Structural retrofit

a. Add steel columns and grade beams in all garages. Awaiting complete structural engineer report.
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Item #

Description

Fire suppression system

a.

b.

C.

d.

Install site fire suppression system. System shall include approved plans, on-site fire hydrants,
upgrade and loop on-site water line, and installing fire suppression sprinklers in all buildings.
Provide approved plans that meet all current California Codes for complete fire suppression system.
Install (2) two on site fire hydrants and loop the existing water line from Pamela lane to Culebra Rd.
Install automatic fire sprinklers and alarms in all buildings.

Site/unit demo

oo

Remove non-permitted carport from building “E”.

Perform lead paint and asbestos testing and abatement.

Remove all drywall and insulation from units, storage closet and garages. Replace with 5/8 drywall
in all garages, storage units tape and texture with orange peel finish. To include disposal of all
material from work site to approved location.

Remove all windows, remove counter tops and cabinets from kitchen and bathroom, remove all
plumbing fixtures and water heater, all flooring, interior doors, insulation, wall furnace, wall A.C.
and appliances. To include disposal of all material from work site to approved location.

Windows

a.

Replace all windows with retrofit windows. Windows in bedrooms to be enlarged to current code of
4’x4’minimum. All windows to be dual pane, Low-E; maximum “U”-factor .40 and Solar Heat Gain
Coefficient (SHGC) .40. Manufacturer’s temporary label shall remain in place until final inspection.

Provide and install all new windows and screens. Remove all existing windows, clean window
mounting surface areas. Examine the areas and conditions under which work of this Section will be
performed. Correct conditions detrimental to timely and proper completion of the Work. Do not
proceed until unsatisfactory conditions are corrected. Openings for new windows shall be caulked,
gasketed, weather-stripped, or otherwise sealed to limit infiltration and leakage. Install Dual Pane
Low -“E” maximum “U” factor of .40 and Solar Heat Gain Coefficient (SHGC) .40, Windows shall
be installed in accordance with the selected manufacturer’s instructions.

NOTE: The manufacturer’s fenestration labels shall remain in place, intact and legible, until Final
Inspection and approved by the Inspector.

Note: 1. Bathroom windows shall be installed with obscure glazing and shall be required to have
safety glazing when the bottom exposed edge of the glazing is less than 60 inches above the standing
surface of the bathtub or shower.

2. All Bedroom windows shall be made larger to 4 ft x 4 ft minimum and the window sill height shall
not exceed 44 inches measured from the floor.

Plumbing

a.

b.
C.

Inspect main water shut off valves for domestic water to project building and replace any damaged,
missing, and/or leaking gate valves with new % turn shut-off ball valve.

Replace kitchen sink with dual basin top mount 9” inch bowl depth porcelain sink, color to be white.
Install new Moen chrome single-handle kitchen faucet # 7425 or approve equal, 3-hole installation,
swivel low arch spout, solid brass construction, with new InSinkErator 1/3 hp. garbage disposal. To
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Item #

Description

include new angle stops and P-trap assembly.

Install in bathroom a new Moen chrome volume control three handle tub/shower faucet #82403 or
approve equal. Pressure balanced, bright chrome finish, three handle tub/shower combo, solid brass
construction.

Install new showerhead in bathroom, swivel head, single function showerhead, cast brass
construction with polished chrome finish, 2.5 gpm maximum flow.

Install new American standard water saving toilet in bathroom 1.6 gal./flush with new angle stop.
Install new Moen one-handle low arc bathroom faucet #cal84502 or approved equal chrome finish,
solid brass construction, single-handle. To include new angle stops and P-trap assembly.

Install new water heater with a minimum 54 gallon first hour rating. To include all piping to new
location for water and gas, seismic straps installed on upper and lower 1/3 rd of water heater, install
new flexible water lines (24 inch maximum length) on hot and cold lines with new 1/4 turn shut-off
ball valve on cold water side, install new flexible gas line and fittings, install T&P line to exterior of
building, install Smitty pan with drain to exterior of building.

Electrical

® 0o

Inspect main electrical panel, main breakers for any defect. Replace any damaged or missing
electrical components.

Main panels or wiring may need to be upgraded for new enlarged sub-panels in all units.

Upgrade sub- panel in all units to Square D 100 amp sub-panel.

Install GFCI (1) in bathroom and (2) in kitchen.

Replace all light fixtures in all units with energy efficiency fixtures and bulbs. Install Lithonia
lighting Cambridge white fluorescent ceiling fixture model #3776RE in kitchen, install Green
Matters 2 light brushed nickel fluorescent 13 inch flush fixture with alabaster glass model #HD-
2622 in dinning room and in both bedrooms, install Portfolio 3-light chrome fixture model #VB1-
3CH above mirror (vanity) bathroom, install progress lighting satin aluminum 1 light wall lantern
model #P5511-16 at exterior front door Or approved equal.

Replace all receptacles and switches. Color to be white.

Replace all receptacles, switches, phone, and television covers. Color to be white.

Install new bath exhaust fan/light and trim. NuTone ultra silent ventilation fan/ fluorescent
light/night-light model #QTRENO8SOFLT fan and light to be switched separately with duct work and
flashing to exterior of building. Or approved equal.

Wire unit for cable TV and internet.

Install (2) smoke detectors one in each bedroom interlinked with battery backup.

Install (1) UL Listed Smoke/Carbon Monoxide detector, test/reset button in hallway. LED power
indicator, 85 dB sound level and test button with audible low battery signal. Interlinked with smoke
detectors ensuring all smoke detectors are working properly.

Install Carbon Monoxide (CO) detector in hallway near bedrooms between 3 feet to 7 feet from
floor.

Note: Please see “Energy Efficiency Upgrades” section for further electrical requirements.

Mechanical

a. Remove all old wall furnaces and all old wall air conditioners and install new energy efficient HVAC systems

and duct work in each unit. Location of new equipment and ducts shall be in dropped ceiling of hall way.
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Item # Description
b. Install new Heating and Cooling Furnace with Equipment sized for square footage of each apartment unit

using ACCA’s Manual J: 7™ Edition with energy efficiency of Annual Fuel Utilization Efficiency (AFUE) of 80%
or above and Heat Pump Seasonal Energy Efficiency Rating (SEER) of 13 or above. Air conditioning units
shall have a SEER of 13 or above. To include new unit and one Programmable Thermostat ENERGY
STAR® Compliant, 7 day programmable, vacation mode, daylight savings key, automatically adjusts start
times for changing weather, for all 24 volt conventional heating and cooling systems. Installation of HVAC
systems shall adhere to current California Energy Code and Title 24/2008 Building Energy Efficiency
Standards.

Interior finishes

a. Repair and refinish tub/shower.

b. Install mirror in each bathroom 24x36.

c. Install new window covering on all windows.

Finish Carpentry/ Hardware

a. Replace front door, jamb, and weather striping, to include new 6 panel metal clad door, new jamb and 1 5/8
inch streamline casing with complete weather-stripping. With new keyed-alike locking entry knob and single
cylinder dead bolt Kwikset 780 series deadbolt satin chrome finish and Tustin lever handle satin chrome finish
and door viewer satin chrome finish.

b. Replace, in all units, all interior doors, jambs and casings, to include new 6 panel doors, jamb and 1 5/8
streamline casing. With new hardware on all doors Kwikset balboa satin chrome finish, passage knobs on both
bedrooms and privacy lock on bathroom.

c. Replace all closet doors and tracks with white vinyl by-pass 8 foot tall, replace all closet shelf and pole in both
bedrooms replace baseboard throughout unit with 2% streamline base.

d. Replace, in all units, recessed medicine cabinet in bathroom with ZACA spacecab capella model 12-2-26-01.
Move location of medicine cabinet to side wall in bathroom.

e. Install new door stops for all doors chrome finish.

f. Install locking attic access door in all units Acudor DW5040 22x22 CLPC or approved equal.

g. Signage for all building address numbers, unit front doors, garage doors, storage unit doors.

Drywall

a. Hang 5/8 drywall thought all units, tape and texture. Hang 5/8 drywall in all storage closet and garage, tape
and texture with orange peel finish

b. Install drop ceiling in hallway for new HVAC system and duct work.

c. Texture unit walls and ceiling orange peel finish.

Note: All repair work which requires a patch, texture, and/or paint shall match existing surfaces, unless
noted otherwise.

Cabinets

a. Replace all cabinets in kitchen. In kitchen replace approximately 12.5 feet of base cabinets and 11 feet of
upper cabinets. Kitchen cabinets to be factory pre-assembled uppers and lowers. End panels to be 1/2 inch
engineered wood with oak plywood interior and exterior, oak veneered finish on all exposed sides. Back wall
to be minimum 1/8 inch ply wood interior, shelves to be 3/4 inch minimum thickness with vinyl edge banding
and fully adjustable. Doors to be recessed panel with concealed self-closing hinges, drawer glides to be ball
bearing under mount. Face frame, doors and drawer fronts to be ¥ inch minimum thickness. Finish to be
natural oak.

b. Replace (2’ wide) lavatory base cabinet in bathroom. Cabinet shall be paint grade.

c. Replace hallway cabinets with new face frame cabinets for water heater and linen. Door for water heater to
have vents for combination air 100 square inches top and bottom. Cabinets shall be paint grade.
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Item #

Description

Note: Sample of cabinet, finish and style shall be approved by a representative from the City prior to ordering
and installing.

a.

Countertops

Replace kitchen laminate countertop approximately 16.4 lineal feet with corian/swanstone or approved equal.
To include: removal of old countertop, backsplash and sink. Install new counter top, install new sink and hook-
up plumbing making sure all plumbing works with no leaks.

b. Replace old marble bathroom counter top approximately 2 lineal feet with corian/swanstone or approved equal
with (1) molded bowl.

Flooring

a. Replace approximately 77 square feet of sheet vinyl floor at kitchen/nook with 8x8 floor tiles to include
underlayment.

b. Install approximately 15 square feet of tile at entry area at front door with 8x8 floor tiles to include
underlayment.

c. Replace approximately 25 square feet of sheet vinyl floor at bathroom with 8x8 floor tiles to include
underlayment.

d. Replace all carpet throughout unit. To include %2 inch rebond pad.

Note: Installation of all tile flooring shall include the following: Removal of all base shoe and old vinyl, clean
concrete and/or wood floor, patch all holes and cracks in concrete and/or wood floor, install underlayment and
level floor for tile installation. Owner's choice of color and pattern.

Appliances

a. Replace range; install one Energy Star approved, 30 inch, gas free-standing range with one 14,000 BTU
power burner, two 9500 BTU burner and one 500-5000 BTU simmer burner. Upswept porcelain cook top and
oven control lockout functions, warm and hold, self-cleaning, 5.0 cu. foot. oven, storage drawer. Black in color.
To include new flex gas line.

b. Replace range hood; install 30 inch ducted range hood with baked enamel finish, black in color. Soft nighttime
light level including 2 speed blower with axial blades and minimum 100 CFM. Aluminum mesh filters. Hood
shall vent to the exterior.

c. Install 18 Cu. foot refrigerator black in color, Energy Star qualified. NO ice maker.

d. Install new 24 inch built-in dishwasher, Energy star qualified, NFS certified sanitary rinse, high temperature

wash option, heat dry. Black in color. To include new water line and angle stop, new drain line and air gap.

a.

Paint and Paint Prep

Remove all screws, nails, wires and hangers in unit. Patch any holes, dents, or cracks in drywall or other finish
surface that will receive paint throughout unit and garage. Remove loose, blistered, scaling and deteriorated
paint. Secure any loose materials or hardware including nails or screws. Remove or mask any electrical
fixtures or other finish materials not receiving paint prior to painting. Texture to match before applying paint.
Paint entire interior of unit. All paint to be lead free. Walls to be semi-gloss and ceilings to be flat. All surfaces
to be clean and dry prior to application. Paint when temperature is from 40-100 deg. No show-through, runs,
sags or brush marks. All unpainted hardware to be paint free. No windows shall be painted shut. Remove ALL
paint from glass, inside and out.

Paint all wood trim on exterior of building. All wood to be primed with exterior grade primer and painted with
exterior grade semi-gloss paint, to include fascia, eves, trim, unit doors, storage closet doors, garage doors.

C.

Energy Efficiency Upgrades

Reduce Building Leakage
Caulk interior window surrounds and window casings.
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Item # Description

d. Caulk drywall to floor on all exterior walls.
Lighting

e. Install high efficacy lighting (CFL) into all fixtures. Currently 90% of lighting is low efficacy incandescent
bulbs.

f. Install manual-on occupant sensing on/off switches in all bedrooms and bathroom.
Insulation

g. Attic access needs to be insulated and weather-stripped and sealed.

h. Install insulation in attic to a rating of R-38

i. Install insulation in exterior walls to a rating of R-15, install insulation in party walls to a rating of R-21

j- Insure all interior receptacles, switches, phone and media outlets located on exterior walls are equipped with
foam gaskets.
HVAC

k. Install new energy efficient HVAC systems.

I.  Install new programmable set-back thermostat.
Hot water

m. Install all new energy efficient 54 gallon first hour rating water heaters.

Clean-up
Complete the following cleaning operations before requesting inspection for certification of Substantial Completion
for the entire Project or a portion of the Project:

1. Clean the Project Site, yard and grounds, including landscape development areas, of rubbish, dead
vegetation, waste material, litter, and foreign substances.

2. Sweep paved areas broom clean. Rake grounds that are neither planted nor paved to a smooth, even-
textured surface.

3. Remove petrochemical spills, stains, and other foreign deposits.

4. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of stains, films, and
similar foreign substances. Avoid disturbing natural weathering of exterior surfaces. Restore reflective
surfaces to their original condition.

5. Remove debris and surface dust from limited access spaces, including roofs, plenums, shafts, and similar
spaces.

6. Broom clean concrete floors in unoccupied spaces.

7. Vacuum clean carpet and similar soft surfaces, removing debris and excess nap and shampoo.

8. Clean transparent and reflective surfaces, including mirrors and glass in doors and windows. Remove
glazing compounds and other substances that are noticeable vision-obscuring materials. Replace chipped
or broken glass and other damaged transparent materials. Polish mirrors and glass, taking care not to
scratch surfaces.

9. Remove labels that are not permanent labels.

10. Touch up and otherwise repair and restore marred, exposed finishes and surfaces.

11. Wipe surfaces of mechanical and electrical equipment and similar equipment. Remove excess lubrication,
paint and mortar droppings, and other foreign substances.

12. Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting from water exposure.

13. Replace disposable air filters and clean permanent air filters. Clean exposed surfaces of diffusers, registers,
and grills.

14. Clean ducts, blowers, and coils if units were operated without filters during construction.

15. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency. Replace burned-out bulbs
and defective and noisy starters in fluorescent and mercury vapor fixtures.

16. Clean and oil all kitchen and bathroom cabinets.

17. Clean interior and exterior of all kitchen appliances.

18. Remove waste materials from the site and dispose of lawfully.

19. Leave the Project clean and ready for occupancy.
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Contractor shall obtain and pay for all necessary permits and licenses required to accomplish the work and to adhere to
applicable codes and requirements whether or not covered by the Project Cost Estimate/Bid.
** Contractor is required to obtain a permit from the City of Victorville.

I understand that commencement of the purchase of material and/or construction/implementation of improvements shall not be performed until
the City of Victorville executes the “Notice to Proceed” form indicating acknowledgment of contract execution and that Contractor or has
submitted required documents.

Contractor: Victorville Business License #:
Address: City: Zip:
Phone: Fax:
Contractor’s License No. Classification: Expiration Date:
Contractor’s Signature Name Printed Title Date
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CITY OF VICTORVILLE
TECHNICAL REQUIREMENTS
SEGMENT 3 — ADDENDUM #1
NEIGHBORHOOD STABILIZATION PROGRAM
HILLCREST APARTMENT COMPLEX BUILDINGS
AND SITE, PROJECT ES10-031

Site Address: 15430 Culebra rd. Hillcrest Court Apartments (67 units).
Owner Name(s): NSP City of Victorville — Redevelopment Agency
Phone- (760) 955-5032

Item # Description

1 Site Development / Maintenance

a. Architect and engineer site evaluation, plans, design and structural evaluation for project
buildings.

b. Cap both parking lots with 2 inches of A.C. Remove main road to back parking lot compact
sub base to 90% install 4 inches of class 2 base compact to 95% and install 3 inches of A.C.
and install striping with bump stops. To include disposal of all material from work site to
approved location.

c. Install 2 city standard masonry trash enclosures with gates and pedestrian walkways.

d. Repair, replace, and add exterior site and walkway lighting throughout project. Add walkway
lighting around project and on building for security and egress from building. For site lighting
use Residential Landscaping Lighting and design / LIfeStyle Single Straight Clevis
Decorative Lighting Poles black in color 12 feet in height all lights to be energy efficient.
Security lighting on building Lithonia lighting TWF1 100M approximately 6 per building 12
feet high on building wall. Or approved equal all site lighting to be operated by photo cell or
timer.

e. Repair/ replace and install as necessary all site vehicle and pedestrian security gates and
systems. To include entry call system, key pad entry system, camera/security system,
automatic vehicle gate opening system. Install security/camera system for site at pool,
recreational area, vehicle and pedestrian gates, monitor location to be manager’s office.

f.  Repair/replace all site sidewalks damaged by construction/age in conformance with current
ADA standards, and repair drainage to current building standards.

g. All buildings and the entire site shall be treated for termites, bugs, and rodents.

h. Remodel Laundry rooms and install new energy efficiency coin operated washers and
dryers. 3 washers and dryers in each laundry room. To include new water heater and folding
tables.

i. Install new security 6 foot high wrought iron perimeter fencing. Fence to be 1 inch square
pickets with 1x2 inch top and bottom rail. Masonry columns approximately every 30 feet
throughout complex with 3x3 inch steel post. To include disposal of all old fence, poles,
footing and all material from work site to approved location.

j- Install playground equipment BYO playground melody maker #902-PD to include 12 inches
of wood chips under playground equipment to extend 6 feet past all equipment with BBQ
and benches at recreational areas.

Note: All repair work which requires a patch, texture, and/or paint shall match existing
surfaces, unless noted otherwise.

N

Landscaping

a. Clean/clear all sloped areas along northern property line, (concrete, dead vegetation and
downed trees, grind all tree stumps), and plant shrubs spaced 5-feet o/c, ground cover and
decorative rock.

b. Remove unnecessary grass from slopes and around buildings and replace with ground cover
and decorative rock.

c. Remove dead and diseased trees throughout the site, grind stumps, and replant trees.
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d. Create planter areas adjacent to access gates from alleyway, remove asphalt, extend
irrigation, and add plant material and ground cover.

e. Inspect, test, and repair existing irrigation system and install drip irrigation in new planter
areas and trim numerous mature trees on site.

Pool equipment/buildings

a. Repair/replace all pool equipment, pool lighting, pool fencing and pool decking to current
building and accessibility codes and energy efficiency standards. Includes installation of an
ADA compliant lift for persons with disabilities.

b. Pool house; remodel bathrooms for ADA accessibility (see plans), doors to the outside of
building and install ADA shower on the outside of building. The rest of the building to be
turned in to a recreation room with access outside of pool area.

c. Rebuild pool equipment building to match exterior of buildings in project.

[o8]

I~

Exterior of building

a. Replace any damaged exterior wood trim and/or fascia throughout on all buildings within the
project. Extend eaves over second floor walkways. Install out-lookers on all gable ends to
support fascia.

b. Patch all cracks, holes and damaged areas in stucco due to age, water and weather on
exterior stucco walls throughout all project buildings and texture to match.

c. Repair/ replace and paint all exposed exterior wood of buildings with exterior grade primer
and semi-gloss paint; to include fascia, eaves, trim, unit doors, storage closet doors, and
garage doors.

d. Refurbish exterior second floor walkways on all buildings for drainage with non-slip surfaces.

e. Replace damage stair treads on all exterior stairs and install toe kick plates per current
building codes.

f. Replace complete roofs on all project buildings. Remove all old roofing to roof deck. Replace
any damage wood before installing new roof. To include, installation of dormer vents per
current California Code, one layer type #15 asphalt saturated high performance polyester
(HPP) underlayment and 30 year fiberglass base architectural composition shingles. Provide
drip edge at all eaves and gables of shingle roof. Install per manufacturer’s specifications.
To include disposal of all material from work site to approved location.

g. Reframe and stucco all (approx.66 openings) garage door openings to fit a standard single 8
foot wide by 7 foot tall garage door and install new roll-up doors in all openings with garage
door openers. To include disposal of all material from work site.

h. Replace all storage closet doors, jambs, and locking hardware. Doors to be 36x80 inch solid
core door with complete weather stripping. With new keyed-alike locking entry knob and
single cylinder dead bolt Kwikset 780 series deadbolt satin chrome finish and Copa handle
satin chrome finish Approximately 60 doors. To include disposal of all material from work site
to approved location.

i. Sand blast exterior of building to remove paint from stucco patch all damage areas and
retexture color coat. Owner’s choice of color.

j- Install rain gutters and down spouts over all garages and walkways on buildings.

Structural retrofit

[z}

a. Add steel columns and grade beams in all garages. Awaiting complete structural engineer
report.

1o

Fire suppression system

a. Install site fire suppression system. System shall include approved plans, on-site fire
hydrants, upgrade and loop on-site water line, and installing fire suppression sprinklers in all
buildings.

b. Provide approved plans that meet all current California Codes for complete fire suppression
system.
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c. Install (2) two on site fire hydrants and loop the existing water line from Pamela lane to
Culebra Rd.

d. Install automatic fire sprinklers and alarms in all buildings.

7 Site/unit demo

a. Remove non-permitted carport from building “E”.

b. Perform lead paint and asbestos testing and abatement.

c. Remove all drywall and insulation from units, storage closet and garages. Replace with 5/8
drywall in all garages, storage units tape and texture with orange peel finish. To include
disposal of all material from work site to approved location.

d. Remove all windows, remove counter tops and cabinets from kitchen and bathroom, remove
all plumbing fixtures and water heater, all flooring, interior doors, insulation, wall furnace,
wall A.C. and appliances. To include disposal of all material from work site to approved
location.

8 Windows

a. Replace all windows with retrofit windows. Windows in bedrooms to be enlarged to current
code of 4'x4’'minimum. All windows to be dual pane, Low-E; maximum “U”-factor .40 and
Solar Heat Gain Coefficient (SHGC) .40. Manufacturer’'s temporary label shall remain in
place until final inspection.

b. Provide and install all new windows and screens. Remove all existing windows, clean
window mounting surface areas. Examine the areas and conditions under which work of this
Section will be performed. Correct conditions detrimental to timely and proper completion of
the Work. Do not proceed until unsatisfactory conditions are corrected. Openings for new
windows shall be caulked, gasketed, weather-stripped, or otherwise sealed to limit infiltration
and leakage. Install Dual Pane Low -“E” maximum “U” factor of .40 and Solar Heat Gain
Coefficient (SHGC) .40, Windows shall be installed in accordance with the selected
manufacturer’s instructions.

NOTE: The manufacturer’s fenestration labels shall remain in place, intact and legible, until
Final Inspection and approved by the Inspector.
Note: 1. Bathroom windows shall be installed with obscure glazing and shall be required to
have safety glazing when the bottom exposed edge of the glazing is less than 60 inches
above the standing surface of the bathtub or shower.
2. All Bedroom windows shall be made larger to 4 ft x 4 ft minimum and the window sill
height shall not exceed 44 inches measured from the floor.

9 Plumbing

a. Inspect main water shut off valves for domestic water to project building and replace any
damaged, missing, and/or leaking gate valves with new ¥ turn shut-off ball valve.

b. Replace kitchen sink with dual basin top mount 9” inch bowl depth porcelain sink, color to be
white.

c. Install new Moen chrome single-handle kitchen faucet # 7425 or approve equal, 3-hole
installation, swivel low arch spout, solid brass construction, with new InSinkErator 1/3 hp.
garbage disposal. To include new angle stops and P-trap assembly.

d. Install in bathroom a new Moen chrome volume control three handle tub/shower faucet
#82403 or approve equal. Pressure balanced, bright chrome finish, three handle tub/shower
combo, solid brass construction.

e. Install new showerhead in bathroom, swivel head, single function showerhead, cast brass
construction with polished chrome finish, 2.5 gpm maximum flow.

f. Install new American standard water saving toilet in bathroom 1.6 gal./flush with new angle
stop.
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g. Install new Moen one-handle low arc bathroom faucet #cal84502 or approved equal chrome
finish, solid brass construction, single-handle. To include new angle stops and P-trap
assembly.

h. Install new water heater with a minimum 54 gallon first hour rating. To include all piping to
new location for water and gas, seismic straps installed on upper and lower 1/3 rd of water
heater, install new flexible water lines (24 inch maximum length) on hot and cold lines with
new 1/4 turn shut-off ball valve on cold water side, install new flexible gas line and fittings,
install T&P line to exterior of building, install Smitty pan with drain to exterior of building.

10 Electrical

a. Inspect main electrical panel, main breakers for any defect. Replace any damaged or

missing electrical components.

Main panels or wiring may need to be upgraded for new enlarged sub-panels in all units.

Upgrade sub- panel in all units to Square D 100 amp sub-panel.

Install GFCI (1) in bathroom and (2) in kitchen.

Replace all light fixtures in all units with energy efficiency fixtures and bulbs. Install Lithonia

lighting Cambridge white fluorescent ceiling fixture model #3776RE in kitchen, install Green

Matters 2 light brushed nickel fluorescent 13 inch flush fixture with alabaster glass model

#HD-2622 in dining room and in both bedrooms, install Portfolio 3-light chrome fixture model

#VB1-3CH above mirror (vanity) bathroom, install progress lighting satin aluminum 1 light

wall lantern model #P5511-16 at exterior front door Or approved equal.

f.  Replace all receptacles and switches. Color to be white.

g. Replace all receptacles, switches, phone, and television covers. Color to be white.

h. Install new bath exhaust fan/light and trim. NuTone ultra silent ventilation fan/ fluorescent
light/night-light model #QTRENO8OFLT fan and light to be switched separately with duct
work and flashing to exterior of building. Or approved equal.

i.  Wire unit for cable TV and internet.

j- Install (2) smoke detectors one in each bedroom interlinked with battery backup.

k. Install (1) UL Listed Smoke/Carbon Monoxide detector, test/reset button in hallway. LED
power indicator, 85 dB sound level and test button with audible low battery signal.
Interlinked with smoke detectors ensuring all smoke detectors are working properly.

Install Carbon Monoxide (CO) detector in hallway near bedrooms between 3 feet to 7 feet
from floor.

Pooo

Note: Please see “Energy Efficiency Upgrades” section for further electrical requirements.

11 Mechanical

a. Remove all old wall furnaces and all old wall air conditioners and install new energy efficient
HVAC systems and duct work in each unit. Location of new equipment and ducts shall be in
dropped ceiling of hall way.

b. Install new Heating and Cooling Furnace with Equipment sized for square footage of each
apartment unit using ACCA’s Manual J: 7™ Edition with energy efficiency of Annual Fuel
Utilization Efficiency (AFUE) of 80% or above and Heat Pump Seasonal Energy Efficiency
Rating (SEER) of 13 or above. Air conditioning units shall have a SEER of 13 or above. To
include new unit and one Programmable Thermostat ENERGY STAR® Compliant, 7 day
programmable, vacation mode, daylight savings key, automatically adjusts start times for
changing weather, for all 24 volt conventional heating and cooling systems. Installation of
HVAC systems shall adhere to current California Energy Code and Title 24/2008 Building
Energy Efficiency Standards.
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12 Interior finishes

a. Repair and refinish tub/shower.

b. Install mirror in each bathroom 24x36.

c. Install new window covering on all windows.

13 Finish Carpentry/ Hardware

a. Replace front door, jamb, and weather stripping, to include new 6 panel metal clad door, new
jamb and 1 5/8 inch streamline casing with complete weather-stripping. With new keyed-alike
locking entry knob and single cylinder dead bolt Kwikset 780 series deadbolt satin chrome
finish and Tustin lever handle satin chrome finish and door viewer satin chrome finish.

b. Replace, in all units, all interior doors, jambs and casings, to include new 6 panel doors, jamb
and 1 5/8 streamline casing. With new hardware on all doors Kwikset balboa satin chrome
finish, passage knobs on both bedrooms and privacy lock on bathroom.

c. Replace all closet doors and tracks with white vinyl by-pass 8 foot tall, replace all closet shelf
and pole in both bedrooms replace baseboard throughout unit with 2% streamline base.

d. Replace, in all units, recessed medicine cabinet in bathroom with ZACA spacecab capella
model 12-2-26-01. Move location of medicine cabinet to side wall in bathroom.

e. Install new door stops for all doors chrome finish.

f. Install locking attic access door in all units Acudor DW5040 22x22 CLPC or approved equal.

g. Signage for all building address numbers, unit front doors, garage doors, storage unit doors.

14 Drywall

a. Hang 5/8 drywall thought all units, tape and texture. Hang 5/8 drywall in all storage closet and
garage, tape and texture with orange peel finish

b. Install drop ceiling in hallway for new HVAC system and duct work.

c. Texture unit walls and ceiling orange peel finish.

Note: All repair work which requires a patch, texture, and/or paint shall match existing
surfaces, unless noted otherwise.

15 Cabinets

a. Replace all cabinets in kitchen. In kitchen replace approximately 12.5 feet of base cabinets
and 11 feet of upper cabinets. Kitchen cabinets to be factory pre-assembled uppers and
lowers. End panels to be 1/2 inch engineered wood with oak plywood interior and exterior,
oak veneered finish on all exposed sides. Back wall to be minimum 1/8 inch ply wood
interior, shelves to be 3/4 inch minimum thickness with vinyl edge banding and fully
adjustable. Doors to be recessed panel with concealed self-closing hinges, drawer glides to
be ball bearing under mount. Face frame, doors and drawer fronts to be % inch minimum
thickness. Finish to be natural oak.

b. Replace (2’ wide) lavatory base cabinet in bathroom. Cabinet shall be paint grade.

c. Replace hallway cabinets with new face frame cabinets for water heater and linen. Door for
water heater to have vents for combination air 100 square inches top and bottom. Cabinets
shall be paint grade.

Note: Sample of cabinet, finish and style shall be approved by a representative from the
City prior to ordering and installing.

16 Countertops
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a. Replace kitchen laminate countertop approximately 16.4 lineal feet with corian/swanstone or
approved equal. To include: removal of old countertop, backsplash and sink. Install new
counter top, install new sink and hook-up plumbing making sure all plumbing works with no
leaks.

b. Replace old marble bathroom counter top approximately 2 lineal feet with corian/swanstone
or approved equal with (1) molded bowl.

17 Flooring

a. Replace approximately 77 square feet of sheet vinyl floor at kitchen/nook with 8x8 floor tiles
to include underlayment.

b. Install approximately 15 square feet of tile at entry area at front door with 8x8 floor tiles to
include underlayment.

c. Replace approximately 25 square feet of sheet vinyl floor at bathroom with 8x8 floor tiles to
include underlayment.

d. Replace all carpet throughout unit. To include ¥z inch rebond pad.

Note: Installation of all tile flooring shall include the following: Removal of all base shoe and
old vinyl, clean concrete and/or wood floor, patch all holes and cracks in concrete and/or
wood floor, install underlayment and level floor for tile installation. Owner’s choice of color
and pattern.

18 Appliances

a. Replace range; install one Energy Star approved, 30 inch, gas free-standing range with one
14,000 BTU power burner, two 9500 BTU burner and one 500-5000 BTU simmer burner.
Upswept porcelain cook top and oven control lockout functions, warm and hold, self-cleaning,
5.0 cu. foot. oven, storage drawer. Black in color. To include new flex gas line.

b. Replace range hood; install 30 inch ducted range hood with baked enamel finish, black in
color. Soft nighttime light level including 2 speed blower with axial blades and minimum 100
CFM. Aluminum mesh filters. Hood shall vent to the exterior.

c. Install 18 Cu. foot refrigerator black in color, Energy Star qualified. NO ice maker.

d. Install new 24 inch built-in dishwasher, Energy star qualified, NFS certified sanitary rinse,
high temperature wash option, heat dry. Black in color. To include new water line and angle
stop, new drain line and air gap.

19 Paint and Paint Prep

a. Remove all screws, nails, wires and hangers in unit. Patch any holes, dents, or cracks in
drywall or other finish surface that will receive paint throughout unit and garage. Remove
loose, blistered, scaling and deteriorated paint. Secure any loose materials or hardware
including nails or screws. Remove or mask any electrical fixtures or other finish materials not
receiving paint prior to painting. Texture to match before applying paint.

b. Paint entire interior of unit. All paint to be lead free. Walls to be semi-gloss and ceilings to be
flat. All surfaces to be clean and dry prior to application. Paint when temperature is from 40-
100 deg. No show-through, runs, sags or brush marks. All unpainted hardware to be paint
free. No windows shall be painted shut. Remove ALL paint from glass, inside and out.

c. Paint all wood trim on exterior of building. All wood to be primed with exterior grade primer
and painted with exterior grade semi-gloss paint, to include fascia, eves, trim, unit doors,
storage closet doors, garage doors.

20 Energy Efficiency Upgrades

Reduce Building Leakage
c. Caulk interior window surrounds and window casings.
d. Caulk drywall to floor on all exterior walls.

Lighting
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e. |Install high efficacy lighting (CFL) into all fixtures. Currently 90% of lighting is low efficacy
incandescent bulbs.
f. Install manual-on occupant sensing on/off switches in all bedrooms and bathroom.

Insulation

g. Attic access needs to be insulated and weather-stripped and sealed.

h. Install insulation in attic to a rating of R-38

i. Install insulation in exterior walls to a rating of R-15, install insulation in party walls to a
rating of R-21

j- Insure all interior receptacles, switches, phone and media outlets located on exterior walls
are equipped with foam gaskets.

HVAC
k. Install new energy efficient HYAC systems.
I. Install new programmable set-back thermostat.

Hot water
m. Install all new energy efficient 54 gallon first hour rating water heaters.
21 Clean-up

Complete the following cleaning operations before requesting inspection for certification of

Substantial Completion for the entire Project or a portion of the Project:

1. Clean the Project Site, yard and grounds, including landscape development areas, of
rubbish, dead vegetation, waste material, litter, and foreign substances.

2. Sweep paved areas broom clean. Rake grounds that are neither planted nor paved to a
smooth, even-textured surface.

3. Remove petrochemical spills, stains, and other foreign deposits.

4. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of
stains, films, and similar foreign substances. Avoid disturbing natural weathering of exterior
surfaces. Restore reflective surfaces to their original condition.

5. Remove debris and surface dust from limited access spaces, including roofs, plenums,

shafts, and similar spaces.

Broom clean concrete floors in unoccupied spaces.

Vacuum clean carpet and similar soft surfaces, removing debris and excess nap and

shampoo.

8. Clean transparent and reflective surfaces, including mirrors and glass in doors and
windows. Remove glazing compounds and other substances that are noticeable vision-
obscuring materials. Replace chipped or broken glass and other damaged transparent
materials. Polish mirrors and glass, taking care not to scratch surfaces.

9. Remove labels that are not permanent labels.

10. Touch up and otherwise repair and restore marred, exposed finishes and surfaces.

11. Wipe surfaces of mechanical and electrical equipment and similar equipment. Remove
excess lubrication, paint and mortar droppings, and other foreign substances.

12. Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting from
water exposure.

13. Replace disposable air filters and clean permanent air filters. Clean exposed surfaces of
diffusers, registers, and grills.

14. Clean ducts, blowers, and coils if units were operated without filters during construction.

15. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency. Replace
burned-out bulbs and defective and noisy starters in fluorescent and mercury vapor fixtures.

16. Clean and oil all kitchen and bathroom cabinets.

17. Clean interior and exterior of all kitchen appliances.

18. Remove waste materials from the site and dispose of lawfully.

19. Leave the Project clean and ready for occupancy.

No
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Contractor shall obtain and pay for all necessary permits and licenses required to accomplish the work and to
adhere to applicable codes and requirements whether or not covered by the Project Cost Estimate/Bid.
** Contractor is required to obtain a permit from the City of Victorville.

| understand that commencement of the purchase of material and/or construction/implementation of improvements shall not be
performed until the City of Victorville executes the “Notice to Proceed” form indicating acknowledgment of contract execution and
that Contractor or has submitted required documents.

Contractor: Victorville Business License #:

Address: City: Zip:

Phone: Fax:

Contractor’s License No. Classification: Expiration Date:

Contractor’s Signature Name Printed Title Date
e —
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General Decision Number: CA100028 05/14/2010 CA28

Superseded General Decision Number: CA20080028
State: California

Construction Type: Residential

Counties: Imperial, Los Angeles, Orange, Riverside, San
Bernardino, San Luis Obispo, Santa Barbara and Ventura Counties

in California.

RESIDENTIAL CONSTRUCTION PROJECTS (consisting of single family
homes and apartments up to and including 4 stories)

ModiFfication Number Publication Date

0 0371272010
1 03/26/2010
2 04/02/2010
3 05/14/2010
ASBEO0O05-002 01/01/2010
Rates

Asbestos Workers/Insulator

(Includes the application of

all insulating materials,

protective coverings,

coatings, and Ffinishes to all

types of mechanical systems)..... $ 32.93
Fire Stop Technician

(Application of Firestopping

Materials for wall openings

and penetrations in walls,

floors, ceilings and curtain

walls) ... ... ... $ 24.21

ASBE0005-004 01/01/2010
Rates

Asbestos Removal

worker/hazardous material

handler (Includes

preparation, wetting,

stripping, removal,

scrapping, vacuuming, bagging

and disposing of all

insulation materials from

mechanical systems, whether

they contain asbestos or not)....$ 18.85

BRCAO004-001 05/01/2009

Rates

Bricklayer; Marble Setter
Los Angeles County.......... $ 36.00
Orange County............... $ 34.55

Riverside & San Bernardino

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb

Fringes

15.32

Fringes

Fringes

12.15
11.56
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BRCA0004-004 11/01/2009

IMPERIAL

BRCA0004-009 05/01/2009

SAN LUIS OBISPO AND SANTA BARBARA COUNATIES

Rates
BRICKLAYER; MARBLE SETTER........ $ 35.20
'BRCAOO18-001 06/01/2008
Rates
MARBLE FINISHER. .. .. ... ___._._._._.._. $ 25.52
TILE FINISHER. . . . ... . ... .. .... $ 21.07
'BRCAOO18-002 08/01/2009
SAN LUIS OBISPO AND SANTA BARBARA
Rates
TILE LAYER. - oo oo i i i $ 30.04

BRCA0018-003 06/01/2008

IMPERIAL, LOS ANGELES, ORANGE, RIVERSIDE, SAN BERNARDINO &

VENTURA
Rates

TILE LAYER. - oo oo oo $ 32.05

'BRCAO018-010 09/01/2009
Rates

TERRAZZO FINISHER. . ... ... ....... $ 26.59

TERRAZZO WORKER/SETTER........... $ 33.63

|CARP0409-003 07/01/2009
Rates

Drywall

(1) Work on Wood-Framed

Single Family Homes, and

Wood-Framed Apartment

Buildings up to and

including 4 Stories

Drywall Installer/Lather...$ 21.00
Stocker/Scrapper. .. .. ... ... $ 10.00

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb

Fringes

9.08
7.88

Fringes

Fringes

9.62
10.46

Fringes

10.58
6.67
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(2) All other Work
Drywall Installer/Lather...$ 37.35 10.58
Stocker/Scrapper........... $ 10.00 6.67

CARP0409-004 07/01/2008

Work on wood frame single family homes and apartments up to and
including 4 stories:

Rates Fringes
CARPENTER
Cabinet installer........... $ 26.16 9.61
Fence builder...... ... _._..... $ 27.78 9.61
Framer & finish carpenter...$ 29.55 9.61
Insulation installer........ $ 18.00 8.21
Roof loader of shingles..... $ 16.32 8.82
Shingler. . ... .. ... ......... $ 25.16 9.19
Subterranean garage
concrete construction and
carpenters performing on
grade slab concrete
construction................ $ 25.13 9.61
CARP0409-009 07/01/2008
Rates Fringes
Modular Furniture Installer...... $ 19.00 7.41
ELEC0011-003 01/26/2009
LOS ANGELES
Rates Fringes
ELECTRICIAN (does not include
fire alarm, hold-up alarm,
burglar alarm and
surveillance systems)............ $ 20.20 3%+7.74
ELEC0011-009 02/01/2010
COMMUNICATIONS AND SYSTEMS WORK
Rates Fringes
Communications System
Installer. ... ... ... _._..... $ 26.99 3%+8.64
Technician...... ... ... ...... $ 28.79 3%+8.64

SCOPE OF WORK: Installation, testing, service and maintenance
of systems utilizing the transmission and/or transference

of voice, sound, vision and digital for commercial,
educational, security and entertainment purposes for the
following: TV monitoring and surveillance, background -
foreground music, intercom and telephone interconnect,
microwave transmission, multi-media, multiplex, nurse call
systems, radio page, burglar alarms and fire alarm (see

last paragraph below).

Communication Systems that transmit or receive information

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb
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and/or control systems that are intrinsic to the above
listed systems; inclusion or exclusion of terminations and
testings of conductors determined by their function;
excluding all other data systems or multiple systems which
include control function or power supply; excluding
installation of raceway systems, conduit systems, line
voltage work, and energy management systems.

Fire alarm work shall be performed at the current inside
electrician total cost package.

ELEC0413-002 12/01/2009
SANTA BARBARA COUNTY
Rates Fringes
Electricians........ . ... ... ... $ 17.50 3%+0.50

WORK AT VANDENBERG AFB: $3.75 additional per hour.

ELEC0440-002 12/01/2008

RIVERSIDE
Rates Fringes
ELECTRICIAN. - ¢ oo e e e e e i e eeae $ 18.00 3%+7.45
ELEC0441-002 08/27/2009
ORANGE
Rates Fringes
ELECTRICIAN. - - - e e e e e e e $ 24.21 3%+3.90
ELEC0477-003 06/01/2005
SAN BERNARDINO
Rates Fringes
ELECTRICIAN. - - oo e e e e e e e eeae $ 19.00 3%+7.26
ELEC0569-003 12/01/2006
IMPERIAL
Rates Fringes
ELECTRICIAN
1 to 3 Stories.............. $ 21.00 3%+2_.55
4 Stories
Electrical subcontracts
of $500,000 or less........ $ 32.45 3%+11.08
Electrical subcontracts
over $500,000.............. $ 35.45 3%+11.08

* ELEC0639-002 03/01/2009

SAN LUIS OBISPO

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb
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Rates
ELECTRICIAN. - - oo e e e e e e s $ 18.25
ELEC0952-002 10/05/2009
VENTURA
Rates
CABLE SPLICER
All work within 32 road
miles or less from the
nearest base point.......... $ 40.81
ELECTRICIAN
All work within 32 road
miles or less from the
nearest base point.......... $ 37.10

Fringes

3%+4 .52

Fringes

3%+15.70

3%+15.70

ALL WORK MORE THAN 32 ROAD MILES FROM NEAREST BASE POINT:
Add $5.00 to the basic hourly rate. BASE POINTS: the main
Post Office in the cities of Camarillo, Oak View, Oxnard,

Santa Paula and Ventura.

ELEV0O008-004 01/01/2010

SAN LUIS OBISPO

ELEVATOR MECHANIC. . ... ... ....... $ 54.89

FOOTNOTE:

Fringes

20.035

PAID VACATION: Employer contributes 8% of regular hourly
rate as vacation pay credit for employees with more than 5
years of service, and 6% for 6 months to 5 years of service.

PAID HOLIDAYS: New Years Day, Memorial Day,

Independence Day,

Labor Day, Veterans Day, Thanksgiving Day, Friday after

Thanksgiving, and Christmas Day.

ELEV0018-004 01/01/2010

IMPERIAL, LOS ANGELES, ORANGE, RIVERSIDE, SAN BERNARDINO, SANTA

BARBARA AND VENTURA

ELEVATOR MECHANIC. . ... ... ... .... $ 45.33

FOOTNOTE:

Fringes

20.035

PAID VACATION: Employer contributes 8% of regular hourly
rate as vacation pay credit for employees with more than 5
years of service, and 6% for 6 months to 5 years of service.

PAID HOLIDAYS: New Years Day, Memorial Day,

Independence Day,

Labor Day, Veterans Day, Thanksgiving Day, Friday after

Thanksgiving, and Christmas Day.

ENG10012-001 07/01/2009
Rates

OPERATOR: Power Equipment

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb

Fringes
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(Cranes, Piledriving &

Hoisting)
GROUP 1. ... e, $ 38.18 17.22
GROUP 2. ... $ 38.96 17.22
GROUP 3. . iiiiiiiaa i $ 39.25 17.22
GROUP 4. ... $ 39.39 17.22
GROUP 5. i $ 39.61 17.22
GROUP 6. i e $ 39.72 17.22
GROUP 7. e iee e $ 39.84 17.22
GROUP 8. ... $ 40.01 17.22
GROUP 9. . ... $ 40.18 17.22
GROUP 10. .- iiieaaaan $ 41.18 17.22
GROUP 11.. ... ... $ 42.18 17.22
GROUP 12. .. ... $ 43.18 17.22
GROUP 13. ... ... $ 44.18 17.22
OPERATOR: Power Equipment
GROUP 1. ... $ 36.83 17.22
GROUP 2. . i $ 37.61 17.22
GROUP 3. . i $ 37.90 17.22
GROUP 4. ... $ 39.39 17.22
GROUP 5. .. ... $ 40.49 17.22
GROUP 6. iiiae e $ 39.61 17.22
GROUP 7. e iea e e $ 40.71 17.22
GROUP 8. . iiiiiiiieieaaaa $ 39.72 17.22
GROUP 9. .. ... $ 40.82 17.22
GROUP 10. ... $ 39.84 17.22
GROUP 11. .. ... ... $ 40.94 17.22
GROUP 12. . ... $ 40.01 17.22
GROUP 13. .. ... $ 40.11 17.22
GROUP 14. . . ... e $ 40.14 17.22
GROUP 15. . . ... $ 40.22 17.22
GROUP 16. . .cciiiiiaa e $ 40.34 17.22
GROUP 17. . e i ieaaaa e $ 40.51 17.22
GROUP 18. . i iiiiieaaaa $ 40.61 17.22
GROUP 19.. ... ... $ 40.72 17.22
GROUP 20. ... $ 40.84 17.22
GROUP 21. . ... $ 41.01 17.22
GROUP 22 .. $ 41.11 17.22
GROUP 23. . i i iieaa e $ 41.22 17.22
GROUP 24 . . ... $ 41.34 17.22
GROUP 25. . ..o $ 41.51 17.22

PREMIUM PAY:
$3.75 per hour shall be paid on all Power Equipment Operator
work on the followjng Military Bases: China Lake Naval
Reserve, Vandenberg AFB, Point Arguello, Seely Naval Base,
Fort Irwin, Nebo Annex Marine Base, Marine Corp Logistics
Base Yermo, Edwards AFB, 29 Palms Marine Base

Workers required to suit up and work in a hazardous material
environment: $2.00 per hour additional. Combination mixer
and compressor operator on gunite work shall be classified
as a concrete mobile mixer operator.

POWER EQUIPMENT OPERATORS CLASSIFICATIONS

GROUP 1: Bargeman; Brakeman; Compressor operator; Ditch
Witch, with seat or similar type equipment; Elevator
operator-inside; Engineer Oiler; Forklift operator
(includes loed, lull or similar types under 5 tons;
Generator operator; Generator, pump or compressor plant
operator; Pump operator; Signalman; Switchman
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GROUP 2: Asphalt-rubber plant operator (nurse tank operator);
Concrete mixer operator-skip type; Conveyor operator;
Fireman; Forklift operator (includes loed, lull or similar
types over 5 tons; Hydrostatic pump operator; oiler crusher
(asphalt or concrete plant); Petromat laydown machine; PJU
side dum jack; Screening and conveyor machine oeprator (or
similar types); Skiploader (wheel type up to 3/4 yd.

without attachment); Tar pot fireman; Temporary heating
plant operator; Trenching machine oiler

GROUP 3: Asphalt-rubber blend operator; Bobcat or similar
type (side steer); Equipment greaser (rack); Ford Ferguson
(with dragtype attachments); Helicopter radioman (ground);
Stationary pipe wrapping and cleaning machine operator

GROUP 4: Asphalt plant fireman; Backhoe operator (mini-max or
similar type); Boring machine operator; Boxman or mixerman
(asphalt or concrete); Chip spreading machine operator;
Concrete cleaning decontamination machine operator;
Concrete Pump Operator (small portable); Drilling machine
operator, small auger types (Texoma super economatic or
similar types - Hughes 100 or 200 or similar types -
drilling depth of 30" maximum); Equipment greaser (grease
truck); Guard rail post driver operator; Highline cableway
signalman; Horizontal Directional Drilling Machine;
Hydra-hammer-aero stomper; Micro Tunneling (above ground
tunnel); Power concrete curing machine operator; Power
concrete saw operator; Power-driven jumbo form setter
operator; Power sweeper operator; Rock Wheel Saw/Trencher;
Roller operator (compacting); Screed operator (asphalt or
concrete); Trenching machine operator (up to 6 ft.); Vacuum
or much truck

GROUP 5: Equipment Greaser (Grease Truck/Multi Shift).

GROUP 6: Articulating material hauler; Asphalt plant
engineer; Batch plant operator; Bit sharpener; Concrete
jJjoint machine operator (canal and similar type); Concrete
planer operator; Dandy digger; Deck engine operator;
Derrickman (oilfield type); Drilling machine operator,
bucket or auger types (Calweld 100 bucket or similar types
- Watson 1000 auger or similar types - Texoma 330, 500 or
600 auger or similar types - drilling depth of 45"
maximum); Drilling machine operator; Hydrographic seeder
machine operator (straw, pulp or seed), Jackson track
maintainer, or similar type; Kalamazoo Switch tamper, or
similar type; Machine tool operator; Maginnis internal full
slab vibrator, Mechanical berm, curb or gutter(concrete or
asphalt); Mechanical finisher operator (concrete,
Clary-Johnson-Bidwell or similar); Micro tunnel system
(below ground); Pavement breaker operator (truck mounted);
Road oil mixing machine operator; Roller operator (asphalt
or finish), rubber-tired earth moving equipment (single
engine, up to and including 25 yds. struck); Self-propelled
tar pipelining machine operator; Skiploader operator
(crawler and wheel type, over 3/4 yd. and up to and
including 1-1/2 yds.); Slip form pump operator (power
driven hydraulic lifting device for concrete forms);
Tractor operator-bulldozer, tamper-scraper (single engine,
up to 100 h.p. Fflywheel and similar types, up to and
including D-5 and similar types); Tugger hoist operator (1
drum); Ultra high pressure waterjet cutting tool system
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operator; Vacuum blasting machine operator
GROUP 7: Welder - General

GROUP 8: Asphalt or concrete spreading operator (tamping or
finishing); Asphalt paving machine operator (Barber Greene
or similar type); Asphalt-rubber distribution operator;
Backhoe operator (up to and including 3/74 yd.), small ford,
Case or similar; Cast-in-place pipe laying machine
operator; Combination mixer and compressor operator (gunite
work) ; Compactor operator (self-propelled); Concrete mixer
operator (paving); Crushing plant operator; Drill Doctor;
Drilling machine operator, Bucket or auger types (Calweld
150 bucket or similar types - Watson 1500, 2000 2500 auger
or similar types - Texoma 700, 800 auger or similar types -
drilling depth of 60" maximum); Elevating grader operator;
Grade checker; Gradall operator; Grouting machine operator;
Heavy-duty repairman; Heavy equipment robotics operator;
Kalamazoo balliste regulator or similar type; Kolman belt
loader and similar type; Le Tourneau blob compactor or
similar type; Loader operator (Athey, Euclid, Sierra and
similar types); Mobark Chipper or similar; Ozzie padder or
similar types; P.C. slot saw; Pneumatic concrete placing
machine operator (Hackley-Presswell or similar type);
Pumpcrete gun operator; Rock Drill or similar types; Rotary
drill operator (excluding caisson type); Rubber-tired
earth-moving equipment operator (single engine,
caterpillar, Euclid, Athey Wagon and similar types with any
and all attachments over 25 yds. up to and including 50 cu.
yds. struck); Rubber-tired earth-moving equipment operator
(multiple engine up to and including 25 yds. struck);
Rubber-tired scraper operator (self-loading paddle wheel
type-John Deere, 1040 and similar single unit); Self-
propelled curb and gutter machine operator; Shuttle buggy;
Skiploader operator (crawler and wheel type over 1-1/2 yds.
up to and including 6-1/2 yds.); Soil remediation plant
operator; Surface heaters and planer operator; Tractor
compressor drill combination operator; Tractor operator
(any type larger than D-5 - 100 flywheel h.p. and over, or
similar-bulldozer, tamper, scraper and push tractor single
engine); Tractor operator (boom attachments), Traveling
pipe wrapping, cleaning and bendng machine operator;
Trenching machine operator (over 6 ft. depth capacity,
manufacturer®s rating); trenching Machine with Road Miner
attachment (over 6 ft depth capacity): Ultra high pressure
waterjet cutting tool system mechanic; Water pull
(compaction) operator

GROUP 9: Heavy Duty Repairman

GROUP 10: Drilling machine operator, Bucket or auger types
(Calweld 200 B bucket or similar types-Watson 3000 or 5000
auger or similar types-Texoma 900 auger or similar
types-drilling depth of 105" maximum); Dual drum mixer,
dynamic compactor LDC350 (or similar types); Monorail
locomotive operator (diesel, gas or electric); Motor
patrol-blade operator (single engine); Multiple engine
tractor operator (Euclid and similar type-except Quad 9
cat.); Rubber-tired earth-moving equipment operator (single
engine, over 50 yds. struck); Pneumatic pipe ramming tool
and similar types; Prestressed wrapping machine operator;
Rubber-tired earth-moving equipment operator (single
engine, over 50 yds. struck); Rubber tired earth moving
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equipment operator (multiple engine, Euclid, caterpillar
and similar over 25 yds. and up to 50 yds. struck), Tower
crane repairman; Tractor loader operator (crawler and wheel
type over 6-1/2 yds.); Woods mixer operator (and similar
Pugmill equipment)

GROUP 11: Heavy Duty Repairman - Welder Combination, Welder -
Certified.

GROUP 12: Auto grader operator; Automatic slip form operator;
Drilling machine operator, bucket or auger types (Calweld,
auger 200 CA or similar types - Watson, auger 6000 or
similar types - Hughes Super Duty, auger 200 or similar
types - drilling depth of 175" maximum); Hoe ram or similar
with compressor; Mass excavator operator less tha 750 cu.
yards; Mechanical Finishing machine operator; Mobile form
traveler operator; Motor patrol operator (multi-engine);
Pipe mobile machine operator; Rubber-tired earth- moving
equipment operator (multiple engine, Euclid, Caterpillar
and similar type, over 50 cu. yds. struck); Rubber-tired
self- loading scraper operator (paddle-wheel-auger type
self-loading - two (2) or more units)

GROUP 13: Rubber-tired earth-moving equipment operator
operating equipment with push-pull system (single engine,
up to and including 25 yds. struck)

GROUP 14: Canal liner operator; Canal trimmer operator;
Remote- control earth-moving equipment operator (operating
a second piece of equipment: $1.00 per hour additional);
Wheel excavator operator (over 750 cu. yds.)

GROUP 15: Rubber-tired earth-moving equipment operator,
operating equipment with push-pull system (single engine,
Caterpillar, Euclid, Athey Wagon and similar types with any
and all attachments over 25 yds. and up to and including 50
yds. struck); Rubber-tired earth-moving equipment operator,
operating equipment with push-pull system (multiple
engine-up to and including 25 yds. struck)

GROUP 16: Rubber-tired earth-moving equipment operator,
operating equipment with push-pull system (single engine,
over 50 yds. struck); Rubber-tired earth-moving equipment
operator, operating equipment with push-pull system
(multiple engine, Euclid, Caterpillar and similar, over 25
yds. and up to 50 yds. struck)

GROUP 17: Rubber-tired earth-moving equipment operator,
operating equipment with push-pull system (multiple engine,
Euclid, Caterpillar and similar, over 50 cu. yds. struck);
Tandem tractor operator (operating crawler type tractors in
tandem - Quad 9 and similar type)

GROUP 18: Rubber-tired earth-moving equipment operator,
operating in tandem (scrapers, belly dumps and similar
types in any combination, excluding compaction units -
single engine, up to and including 25 yds. struck)

GROUP 19: Rotex concrete belt operator (or similar types);
Rubber-tired earth-moving equipment operator, operating in
tandem (scrapers, belly dumps and similar types in any
combination, excluding compaction units - single engine,
Caterpillar, Euclid, Athey Wagon and similar types with any
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and all attachments over 25 yds.and up to and including 50
cu. yds. struck); Rubber-tired earth-moving equipment
operator, operating in tandem (scrapers, belly dumps and
similar types in any combination, excluding compaction

units - multiple engine, up to and including 25 yds. struck)

GROUP 20: Rubber-tired earth-moving equipment operator,
operating in tandem (scrapers, belly dumps and similar
types in any combination, excluding compaction units -
single engine, over 50 yds. struck); Rubber-tired
earth-moving equipment operator, operating in tandem
(scrapers, belly dumps, and similar types in any
combination, excluding compaction units - multiple engine,
Euclid, Caterpillar and similar, over 25 yds. and up to 50
yds. struck)

GROUP 21: Rubber-tired earth-moving equipment operator,
operating in tandem (scrapers, belly dumps and similar
types in any combination, excluding compaction units -
multiple engine, Euclid, Caterpillar and similar type, over
50 cu. yds. struck)

GROUP 22: Rubber-tired earth-moving equipment operator,
operating equipment with the tandem push-pull system
(single engine, up to and including 25 yds. struck)

GROUP 23: Rubber-tired earth-moving equipment operator,
operating equipment with the tandem push-pull system
(single engine, Caterpillar, Euclid, Athey Wagon and
similar types with any and all attachments over 25 yds. and
up to and including 50 yds. struck); Rubber-tired
earth-moving equipment operator, operating with the tandem
push-pull system (multiple engine, up to and including 25
yds. struck)

GROUP 24: Rubber-tired earth-moving equipment operator,
operating equipment with the tandem push-pull system
(single engine, over 50 yds. struck); Rubber-tired
earth-moving equipment operator, operating equipment with
the tandem push-pull system (multiple engine, Euclid,
Caterpillar and similar, over 25 yds. and up to 50 yds.
struck)

GROUP 25: Concrete pump operator-truck mounted; Rubber-tired
earth-moving equipment operator, operating equipment with
the tandem push-pull system (multiple engine, Euclid,
Caterpillar and similar type, over 50 cu. yds. struck)
CRANES, PILEDRIVING AND HOISTING EQUIPMENT CLASSIFICATIONS

GROUP 1: Engineer oiler; Fork lift operator (includes loed,
Tull or similar types)

GROUP 2: Truck crane oiler

GROUP 3: A-frame or winch truck operator; Ross carrier
operator (jobsite)

GROUP 4: Bridge-type unloader and turntable operator;
Helicopter hoist operator

GROUP 5: Hydraulic boom truck; Stinger crane (Austin-Western
or similar type); Tugger hoist operator (1 drum)
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GROUP 6: Bridge crane operator; Cretor crane operator; Hoist
operator (Chicago boom and similar type); Lift mobile
operator; Lift slab machine operator (Vagtborg and similar
types); Material hoist and/or manlift operator; Polar

gantry crane operator; Self Climbing scaffold (or similar
type); Shovel, backhoe, dragline, clamshell operator (over
3/4 yd. and up to 5 cu. yds. mrc); Tugger hoist operator

GROUP 7: Pedestal crane operator; Shovel, backhoe, dragline,
clamshell operator (over 5 cu. yds. mrc); Tower crane
repair; Tugger hoist operator (3 drum)

GROUP 8: Crane operator (up to and including 25 ton
capacity); Crawler transporter operator; Derrick barge
operator (up to and including 25 ton capacity); Hoist
operator, stiff legs, Guy derrick or similar type (up to
and including 25 ton capacity); Shovel, backhoe, dragline,
clamshell operator (over 7 cu. yds., M.R.C.)

GROUP 9: Crane operator (over 25 tons and up to and including
50 tons mrc); Derrick barge operator (over 25 tons up to

and including 50 tons mrc); Highline cableway operator;

Hoist operator, stiff legs, Guy derrick or similar type

(over 25 tons up to and including 50 tons mrc); K-crane
operator; Polar crane operator; Self erecting tower crane
operator maximum lifting capacity ten tons

GROUP 10: Crane operator (over 50 tons and up to and
including 100 tons mrc); Derrick barge operator (over 50
tons up to and including 100 tons mrc); Hoist operator,
stiff legs, Guy derrick or similar type (over 50 tons up to
and including 100 tons mrc), Mobile tower crane operator
(over 50 tons, up to and including 100 tons M.R.C.); Tower
crane operator and tower gantry

GROUP 11: Crane operator (over 100 tons and up to and
including 200 tons mrc); Derrick barge operator (over 100
tons up to and including 200 tons mrc); Hoist operator,
stiff legs, Guy derrick or similar type (over 100 tons up
to and including 200 tons mrc); Mobile tower crane operator
(over 100 tons up to and including 200 tons mrc)

GROUP 12: Crane operator (over 200 tons up to and including
300 tons mrc); Derrick barge operator (over 200 tons up to
and including 300 tons mrc); Hoist operator, stiff legs,
Guy derrick or similar type (over 200 tons, up to and
including 300 tons mrc); Mobile tower crane operator (over
200 tons, up to and including 300 tons mrc)

GROUP 13: Crane operator (over 300 tons); Derrick barge
operator (over 300 tons); Helicopter pilot; Hoist operator,
stiff legs, Guy derrick or similar type (over 300 tons);
Mobile tower crane operator (over 300 tons)

IRONO002-001 07/01/2009

Rates Fringes
IRONWORKER
Fence Erector............... $ 26.58 15.24
Ornamental, Reinforcing
and Structural.............. $ 33.00 23.71
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PREMIUM PAY:

$6.00 additional per hour at the following locations:

China Lake Naval Test Station, Chocolate Mountains Naval
Reserve-Niland,

Edwards AFB, Fort Irwin Military Station, Fort lrwin Training
Center-Goldstone, San Clemente Island, San Nicholas Island,
Susanville Federal Prison, 29 Palms - Marine Corps, U.S. Marine
Base - Barstow, U.S. Naval Air Facility - Sealey, Vandenberg AFB
$4.00 additional per hour at the following locations:

Army Defense Language Institute - Monterey, Fallon Air Base,
Naval Post Graduate School - Monterey, Yermo Marine Corps
Logistics Center

$2.00 additional per hour at the following locations:

Port Hueneme, Port Mugu, U.S. Coast Guard Station - Two Rock

Rates Fringes
Brick Tender. ... ... .o $ 27.17 14.75
LABO0O300-004 07/01/2009
Residential, 4 Stories
Rates Fringes
LABORER
GROUP 1. .. i e e e $ 26.33 14.75
GROUP 2. e e e e e e $ 26.88 14.75
GROUP 3. . e i e e e eeaa $ 27.43 14.75
GROUP 4. .. e a $ 28.98 14.75
GROUP 5. . e e e e $ 29.33 14.75

LABORER CLASSIFICATIONS

GROUP 1: Cleaning and handling of panel forms; Concrete
screeding for rough strike-off; Concrete, water curing;
Demolition laborer, the cleaning of brick if performed by a
worker performing any other phase of demolition work, and
the cleaning of lumber; Fire watcher, limber, brush loader,
piler and debris handler; Flag person; Gas, oil and/or
water pipeline laborer; Laborer, asphalt-rubber material
loader; Laborer, general or construction; Laborer, general
clean-up; Laborer, landscaping; Laborer, jetting; Laborer,
temporary water and air lines; Material hose operator
(walls, slabs, floors and decks); Plugging, filling of shee
bolt holes; Dry packing of concrete and patching; post hole
digger (manual);Railroad maintenance, repair track person
and road beds;Streetcar and railroad construction track
laborers; Rigging andsignaling; Scaler; Slip form raiser;
Slurry seal crew (mixer operator, applicator operator,
squeegee person, shuttle person, top person), filling of
cracks by any method on any surface; Tar and mortar; Tool
crib or tool house laborer; Traffic control by any method;
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Window cleaner; Wire mesh pulling - all concrete pouring
operations

GROUP 2: Asbestos abatement; Asphalt shoveler; Cement dumper
(on 1 yd. or larger mixer and handling bulk cement);
Cesspool digger and installer; Chucktender; Chute handler,
pouring concrete, the handling of the chute from readymix
trucks, such as walls, slabs, decks, floors, foundation,
footings, curb, gutters and sidewalks; Concrete curer,
impervious membrane and form oiler; Cutting torch operator
(demolition); Fine grader, highways and street paving,
airport, runways and similar type heavy construction; Gas,
oil and/or water pipeline wrapper - pot tender and form
person; Guinea chaser; Headerboard person - asphalt
installation of all asphalt overlay fabric and materials
used for reinforcing asphalt; Laborer, packing rod steel
and pans; Membrane vapor barrier installer; Power broom
sweeper (small); Riprap stonepaver, placing stone or wet
sacked concrete; Roto scraper and tiller; Sandblaster (pot
tender); Septic tank digger and installer (lead); Tank
scaler and cleaner; Tree climber, faller, chain saw
operator, Pittsburgh chipper and similar type brush
shredder; Underground laborer, including caisson bellower

GROUP 3: Buggymobile person; Concrete cutting torch; Concrete
pile cutter; Driller, jackhammer, 2-1/2 ft. drill steel or
longer; Dri-pak-it machine; Gas, oil and/or water pipeline
wrapper, 6-in. pipe and over, by any method, inside and
out; High scaler (including drilling of same); Hydro seeder
and similar type; Impact wrench multi-plate; Kettle person,
pot person and workers applying asphalt, lay-kold,
creosote, lime caustic and similar type materials
(""applying” means applying, dipping, brushing or handling
of such materials for pipe wrapping and waterproofing);
Operator of pneumatic, gas, electric tools, vibrating
machine, pavement breaker, air blasting, come-alongs, and
similar mechanical tools not separately classified herein;
operation of remote controlled robotic tools in connection
with Laborer®s work; Pipelayer™s backup person, coating,
grouting, making of joints, sealing, caulking, diapering
and including rubber gasket joints, pointing and any and
all other services; Power post hole digger; Rock slinger;
Rotary scarifier or multiple head concrete chipping
scarifier; Steel headerboard and guideline setter; Tamper,
Barko, Wacker and similar type; Trenching machine,
hand-propelled

GROUP 4: Any worker exposed to raw sewage; Asphalt raker,
lute person, ironer, asphalt dump person and asphalt
spreader boxes (all types); Concrete core cutter (walls,
floors or ceilings), grinder or sander; Concrete saw
person, cutting walls or flat work, scoring old or new
concrete; Cribber, shorer, lagging, sheeting and trench
bracing, hand-guided lagging hammer; Head rock slinger;
Laborer, asphalt-rubber distributor boot person; Laser beam
in connection with laborers® work; Over-size concrete
vibrator operator, 70 Ibs. and over; Pipelayer performing
all services in the laying and installation of pipe from
the point of receiving pipe in theditch until completion of
operation, including any and all forms of tubular material,
whether pipe, metallic or non-metallic,conduit and any
other stationary type of tubular device used for the
conveying of any substance or element, whether water,
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sewage, solid gas, air, or other product whatsoever and
without regard to the nature of material from which the
tubular material is fabricated; No-joint pipe and stripping
of same; Prefabricated manhole installer; Sandblaster
(nozzle person), water blasting,Porta Shot-Blast; Traffic
lane closure, Certified.

GROUP 5: Blaster powder, all work of loading holes, placing
and blasting of all powder and explosives of whatever type,
regardless of method used for such loading and placing;
Driller: All power drills, excluding jackhammer, whether
core, diamond, wagon, track, multiple unit, and any and all
types of mechanical drills without regard to the form of
motive power; Toxic waste removal; Boring system electronic
tracking locator

LABOO300-006 08/05/2009

Rates Fringes
Laborers: (1 to 3 Stories)
Plaster Clean-Up Laborer....$ 24.65 14.70
Plaster Tender.............. $ 27.20 14.70
Laborers: (4 Stories)
Plaster Clean-up Laborer....$ 26.65 14.70
Plaster Tender.............. $ 29.20 14.70

Work at Military Bases - $3.00 additional per hour:
Coronado Naval Amphibious Base, Fort Irwin, George AFB,
Marine Corps Air Station-29 Palms, Imperial Beach Naval Air
Station, Marine Corps Logistics Supply Base, Marine Corps
Pickle Meadows, Mountain Warfare Training Center, Naval
Air Facility-Seeley, North Island Naval Air Station,
Vandenberg AFB.

LABOO300-007 07/01/2009

Residential, 3 Stories and under

Rates Fringes
Laborers
(1) Cleanup, Fencing
(Chain Link or Wood),
Landscaping..--..coccuooona.-. $ 24.80 11.10
(2) All Other Work.......... $ 25.80 11.10
LAB0O0882-003 01/01/2010
Rates Fringes
Asbestos Removal Laborer....._... $ 26.15 14.25

SCOPE OF WORK: [Includes site mobilization, initial site
cleanup, site preparation, removal of asbestos containing
material and toxic waste (including lead abatement and any
other toxic material), encapsulation, enclosure and
disposal of asbestos containing materials and toxic
waste(including lead abatement and any other toxic
materials) by hand or with equipment or machinery;
scaffolding, fabrication of temporary wooden barriers and
assembly of decontamination stations.
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LABO1184-001 07/01/2009

Rates Fringes
Laborers: (HORIZONTAL
DIRECTIONAL DRILLING)
(D) Drilling Crew Laborer...$ 27.05 10.40
(2) Vehicle Operator/Hauler.$ 27.22 10.40
(3) Horizontal Directional
Drill Operator......._....... $ 29.07 10.40
(4) Electronic Tracking
Locator...... .. ... $ 31.07 10.40
Laborers: (STRIPING/SLURRY
SEAL)
GROUP 1. .. ... $ 28.50 13.56
GROUP 2. . i $ 29.80 13.56
GROUP 3. it i i i ieaa e $ 31.81 13.56
GROUP 4. . i $ 33.55 13.56

LABORERS - STRIPING CLASSIFICATIONS

GROUP 1: Protective coating, pavement sealing, including
repair and Filling of cracks by any method on any surface
in parking lots, game courts and playgrounds; carstops;
operation of all related machinery and equipment; equipment
repair technician

GROUP 2: Traffic surface abrasive blaster; pot tender -
removal of all traffic lines and markings by any method
(sandblasting, waterblasting, grinding, etc.) and
preparation of surface for coatings. Traffic control
person: controlling and directing traffic through both
conventional and moving lane closures; operation of all
related machinery and equipment

GROUP 3: Traffic delineating device applicator: Layout and
application of pavement markers, delineating signs, rumble
and traffic bars, adhesives, guide markers, other traffic
delineating devices including traffic control. This
category includes all traffic related surface preparation
(sandblasting, waterblasting, grinding) as part of the
application process. Traffic protective delineating system
installer: removes, relocates, installs, permanently
affixed roadside and parking delineation barricades,
fencing, cable anchor, guard rail, reference signs,
monument markers; operation of all related machinery and
equipment; power broom sweeper

GROUP 4: Striper: layout and application of traffic stripes
and markings; hot thermo plastic; tape traffic stripes and
markings, including traffic control; operation of all
related machinery and equipment

PAINO036-005 01/01/2010
Rates Fringes

PAINTER (including lead
abatement)
Imperial, Los Angeles,
Orange, Riverside & San
Bernardino
(1) Repaint...._.__..._..._._.... $ 26.05 9.41
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(2) All other work......... $ 29.32 9.41
San Luis Obispo, Santa
Barbara & Ventura
(1) Repaint....._............ $ 23.10 9.41
(2) All other work......... $ 27.39 9.41

PAINO036-011 10/07/2009

IMPERIAL, LOS ANGELES, ORANGE, RIVERSIDE, SAN BERNARDINO, SAN
LUIS OBISPO, SANTA BARBARA AND VENTURA COUNTIES

Rates Fringes
DRYWALL FINISHER/TAPER........... $ 18.00 7.97
'PAINO036-014 01/01/2010
IMPERIAL

Rates Fringes
GLAZIER. . . .o oo $ 36.55 14.87

PAINO036-018 01/01/2010

LOS ANGELES, ORANGE, RIVERSIDE, SAN BERNARDINO, SANTA BARBARA
AND VENTURA

Rates Fringes
GLAZIER. - . i e e $ 36.90 18.71

FOOTNOTE: Additional $1.25 per hour for work in a condo,
from the third (3rd) floor and up. Additional $1.25 per
hour for work on the outside of the building from a swing
stage or any suspended contrivance, from the ground up.

PAINO036-020 02/01/2009

IMPERIAL

Rates Fringes
SOFT FLOOR LAYER. . ... ... o..... $ 26.77 11.75
'PAINO169-007 O1/01/2010
SAN LUIS OBISPO

Rates Fringes
GLAZIER. . . .. oo $ 31.18 14_15

PAIN1247-003 01/01/2010
LOS ANGELES, ORANGE, RIVERSIDE, SAN BERNARDINO, SAN LUIS
OBISPO, SANTA BARBARA AND VENTURA

Rates Fringes

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb
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PLAS0200-002 08/05/2009

IMPERIAL, KERN, LOS ANGELES, ORANGE, RIVERSIDE, SAN BERNARDINO,

SAN LUIS OBISPO, SANTA BARBARA AND VENTURA

Rates Fringes
PLASTERER
1 -3 stories............... $ 32.38 8.88
4-StOri€S. ... iiieaaaaaann $ 35.41 9.88
PLAS0500-003 07/01/2009
Rates Fringes
CEMENT MASON/CONCRETE FINISHER...$ 29.50 18.40
PLUM0O016-011 07/01/2009
Rates Fringes
PLUMBER/PIPEFITTER
Residential .. .. ... ... ... ... $ 29.97 12.91
PLUM0250-001 01/02/2006
LOS ANGELES AND ORANGE
Rates Fringes
REFRIGERATION MECHANIC
Refrigeration Fitter........ $ 33.30 13.95

ROOF0036-001 08/01/2009

LOS ANGELES, ORANGE, RIVERSIDE, SAN BERNARDINO, SAN LUIS
OBISPO, SANTA BARBARA AND VENTURA

Rates Fringes
Roofer. .. . $ 30.17 7.17

FOOTNOTE: Pitch premium: Work on which employees are exposed
to pitch fumes or required to handle pitch, pitch base or
pitch impregnated products, or any material containing coal
tar pitch, the entire roofing crew shall receive $1.75 per
hour "pitch premium" pay.

ROOF0045-003 08/01/2009

IMPERIAL

SFCA0669-005 04/01/2008

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb
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AREA 1: IMPERIAL COUNTY; LOS ANGELES COUNTY (does not include
the city of Pomona, Catalina Island, and that part of Los
Angeles County within 25 miles of the city limits of Los
Angeles); ORANGE COUNTY (does not include Catalina Island; San
Clemente Island; City of Santa Ana; and remainder of Orange
County within 25 miles of the city limits of Los Angeles);
RIVERSIDE COUNTY; AND SAN BERNARDINO COUNTY (does not include
the northern part of City of Chino, or the cities of Montclair
and Ontario)

AREA 2: SAN LUIS OBISPO, SANTA BARBARA COUNTIES, VENTURA
(does not include Port Hueneme, Port Mugu, the city of Santa
Paula, and that part of Ventura County within 25 miles of the
city limits of Los Angeles) COUNTIES

Rates Fringes

SPRINKLER FITTER
Area 1.... ... cciieaiiaa.. $ 24.64 2.25
Area 2. ... $ 24.11 2.25

SFCA0709-002 01/01/2010

LOS ANGELES COUNTY (the city of Pomona, Catalina Island, and
that part of Los Angeles County within 25 miles of the city
limits of Los Angeles); ORANGE COUNTY (San Clemente Island, the
city of Santa Ana, and that part of Orange County within 25
miles of the city limits of Los Angeles); SAN BERNARDINO COUNTY
(the northern part of the city of Chino, and the cities of
Montclair and Ontario); VENTURA COUNTY (Port Hueneme, Port
Mugu, the city of Santa Paula, and that part of Ventura County
within 25 miles of the city limits of Los Angeles)

Rates Fringes

SHEE0105-001 01/01/2010

AREA 1: LOS ANGELES COUNTY (South of a straight line drawn
between gorman and Big Pines, excluding the area South of
Imperial Highway East of the Los Angeles River, excluding the
cities of Long Beach, Claremont, and Pomona, excluding Catalina
Island)

AREA 2: LOS ANGELES (Remainder), ORANGE, RIVERSIDE & SAN
BERNARDINO COUNTIES

Work on general sheet metal and heating and air conditioning on
single family dwellings, multiple family dwellings, track homes
and apartment buildings individually conditioned by separate
and independent units or systems

Rates Fringes

SHEET METAL WORKER
AREA 1. .. o $ 24.52 6.62
AREA 2. . $ 29.65 14.21

SHEE0206-003 01/01/2010

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb
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IMPERIAL

Rates Fringes
Sheet Metal (TECHNICIAN)......... $ 23.99 4.71
SHEET METAL WORKER. . ............. $ 34.05 15.81

SHEET METAL TECHNICIAN - SCOPE:
a. Existing residential buildings, both single and
multi-family, where each unit is heated and/or cooled by a
separate system b. New single family residential buildings
including tracts. c. New multi-family residential
buildings, not exceeding five stories of living space in
height, provided each unit is heated or cooled by a
separate system. Hotels and motels are excluded. d. LIGHT
COMMERCIAL WORK: Any sheet metal, heating and air
conditioning work performed on a project where the total
construction cost, excluding land, is under $1,000,000 e.
TENANT IMPROVEMENT WORK: Any work necessary to finish
interior spaces to conform to the occupants of commercial
buildings, after completion of the building shell

SHEE0273-001 02/01/2010
SAN LUIS OBISPO, SANTA BARBARA AND VENTURA

Rates Fringes
SHEET METAL WORKER. ... .. .._._._._.... $ 38.04 15.93

HOLIDAYS: New Year"s Day, Martin Luther King Day, President"s
Day, Good Friday, Memorial Day, Indepdendence Day, Labor

Day, Veterans Day,Thankisgiving Day & Friday after,

Christmas Day

TEAMO011-001 07/01/2008

Rates Fringes
Truck drivers:

GROUP 1... e e eeea $ 26.44 18.24
GROUP 2. e e e e $ 26.59 18.24
GROUP 3. i e eeaa $ 26.72 18.24
GROUP 4. .. . e e $ 26.91 18.24
GROUP 5. .. e e eeaa $ 26.94 18.24
GROUP 6. e e a $ 26.97 18.24
GROUP 7. e e e e e e e e e $ 27.22 18.24
GROUP 8. e i e i e e $ 27.47 18.24
GROUP 9. .. i e eeaa $ 27.67 18.24
GROUP 10. .. e i e e e e e e $ 27.97 18.24
GROUP 11.. .. .. ... $ 28.47 18.24
GROUP 12. .. ... $ 28.90 18.24

WORK ON ALL MILITARY BASES - $3.00 PER HOUR ADDITIONAL:
[29 palms Marine Base, Camp Roberts, China Lake, Edwards AFB,
El Centro Naval Facility, Fort Irwin, George AFB, Marine
Corps Logistics Base at Nebo & Yermo, Mountain Warfare
Training Center, Bridgeport, Point Arguello, Point
Conception, Vandenberg AFB]

TRUCK DRIVERS CLASSIFICATIONS

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb

Page 19 of 21

6/7/2010



GROUP 1: Truck driver

GROUP 2: Driver of vehicle or combination of vehicles - 2
axles; Traffic control pilot car excluding moving heavy
equipment permit load; Truck mounted broom

GROUP 3: Driver of vehicle or combination of vehicles - 3
axles; Boot person; Cement mason distribution truck; Fuel
truck driver; Water truck - 2 axle; Dump truck, less than
16 yds. water level; Erosion control driver

GROUP 4: Driver of transit mix truck, under 3 yds.; Dumpcrete
truck, less than 6-1/2 yds. water level

GROUP 5: Water truck, 3 or more axles; Truck greaser and tire
person ($0.50 additional for tire person); Pipeline and
utility working truck driver, including winch truck and
plastic fusion, limited to pipeline and utility work;

Slurry truck driver

GROUP 6: Transit mix truck, 3 yds. or more; Dumpcrete truck,
6-1/2 yds. water level and over; Vehicle or combination of
vehicles - 4 or more axles; Oil spreader truck; Dump truck,
16 yds. to 25 yds. water level

GROUP 7: A Frame, Swedish crane or similar; Forklift driver;
Ross carrier driver

GROUP 8: Dump truck, 25 yds. to 49 yds. water level; Truck
repair person; Water pull - single engine; Welder

GROUP 9: Truck repair person/welder; Low bed driver, 9 axles
or over

GROUP 10: Dump truck - 50 yds. or more water level; Water
pull - single engine with attachment

GROUP 11: Water pull - twin engine; Water pull - twin engine
with attachments; Winch truck driver - $1.25 additional
when operating winch or similar special attachments

GROUP 12: Boom Truck 17K and above

WELDERS - Receive rate prescribed for craft performing
operation to which welding is incidental.

Unlisted classifications needed for work not included within
the scope of the classifications listed may be added after
award only as provided in the labor standards contract clauses
(29CFR 5.5 (a) (V) (D).

In the listing above, the "'SU" designation means that rates
listed under the identifier do not reflect collectively
bargained wage and fringe benefit rates. Other designations
indicate unions whose rates have been determined to be
prevailing.

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb
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WAGE DETERMINATION APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:

* an existing published wage determination

* a survey underlying a wage determination

* a Wage and Hour Division letter setting forth a position on
a wage determination matter

* a conformance (additional classification and rate) ruling

On survey related matters, initial contact, including requests
for summaries of surveys, should be with the Wage and Hour
Regional Office for the area in which the survey was conducted
because those Regional Offices have responsibility for the
Davis-Bacon survey program. If the response from this initial
contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.

With regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the
Branch of Construction Wage Determinations. Write to:

Branch of Construction Wage Determinations
Wage and Hour Division

U.S. Department of Labor

200 Constitution Avenue, N._W.

Washington, DC 20210

2.) If the answer to the question In 1.) is yes, then an
interested party (those affected by the action) can request
review and reconsideration from the Wage and Hour Administrator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:

Wage and Hour Administrator
U.S. Department of Labor

200 Constitution Avenue, N._W.
Washington, DC 20210

The request should be accompanied by a full statement of the
interested party"s position and by any information (wage
payment data, project description, area practice material,
etc.) that the requestor considers relevant to the issue.

3.) IT the decision of the Administrator is not favorable, an
interested party may appeal directly to the Administrative
Review Board (formerly the Wage Appeals Board). Write to:

Administrative Review Board
U.S. Department of Labor

200 Constitution Avenue, N.W.
Washington, DC 20210

4.) All decisions by the Administrative Review Board are final.

END OF GENERAL DECISION

http://www.wdol.gov/wdol/scafiles/davisbacon/CA28.dvb
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O

1, KITCHEN COUNTER TOP TO BE
CORIAN/SWANSTONE TILE.

1A, UPPER AND LOWER KITCHEN CABINETS TO
BE FACTORY PRE-ASSEMBLED, % INCH END
PANELS, ENGINEERED WOOD WITH OAK PLYWOOD
INTERIOR AND EXTERIOR. DAK VENEERED
FINISH ON ALL EXPOSED SIDES. MINIMUM %
INCH PLYWOOD INTERIOR BACK WALL. MINIMUM
% INCH THICK FULLY ADJUSTABLE SHELVING
W/VINYL EDGE BANDING. RECESSED PANEL,
FACE FRAMED DOORS W/ CONCEALED
SELF—-CLOSING HINGES.

11'-8* 5'-0" 8’2’

1B, MINIMUM % INCH FACE FRAMED NATURAL
OAK KITCHEN DRAWER FRONTS.

WINDOW SCHEDULE xx = m—= =

= $|:|P CSIR_I]_:GNég\I:/DAé\IDSTEEII‘I\SLBATHREIEIM COUNTER
Name | Width | Height | Comments % '
BATH 4'-(Q" 1'=0" OBSCURED @ @ 2B. REPLACE 2 FOOT WIDE BATHROOM
LAVATORY BASE CABINET,
KITCHEN| 3’-0" 3'=0" @
LIVING | 4'-0" 6’'-0"
BED 4'-0" 4'-0"

3. 12* CLOSET POLES W/ 3 SUPPORT
BRACKETS.

4, FACE FRAME HALL LINEN CLOSET W/
D/W WATER HEATER DOOR TO INCLUDE TwO 127 X
| 1T 12 VENTS, ONE WITHIN 12 INCHES OF THE
@@ TOP AND ONE WITHIN 12 INCHES THE OF THE
BOTTOM OF THE WATER HEATER ENCLOSURE.

KITCHEN [PANTRY

BEDROOM

*% DUAL-PANE, LOW-E; MAXIMUM U-FACTOR OF .40 AND
SOLAR HEAT COEFFICIENT .40

13'-2*

4A. ALL INTERIOR WALLS SHALL HAVE %"
DRYWALL.

|
ELECTRICAL LINEN | REFRIG| —— @ S. FLOORING IN THE ENTRY, KITCHEN/DINING
PANEL prge @ | AND BATHROOM TO BE 8° X 8° TILE.

@ | PLUMBING

DlNlNG 6. PORCELAIN, WHITE DUAL BASIN KITCHEN
SINK W/ TOP MOUNT 9“ BOWL DEPTH; 3-HOLE

20’ X 30” ATTIC ACCESS—

DUOOR SCHEDULE
Name | Width | Height | Comments CLOSETL /

BATH | 2'-4" | &’=8" | |\~~~ T T T 77 [ ey

BED | 2’-6" | 6'-8" 1
FRONT| 3'-0" | &'-8"
CLOSET 4'-0"( 8’0" BI-PASS

INSTALLATION, MOEN SOLID BRASS
CONSTRUCTION FAUCET W/ CONVENIENT LEVER

@ HANDLES, SWIVEL LOW ARCH SPOUT, MODEL
24

#7425 OR APPROVED EQUAL.

7. % HP INSINKERATOR GARBAGE DISPOSAL.

8. PRESSURE BALANCED, MOEN BRIGHT CHROME
___________ FINISH, THREE HANDLE TUB/SHOWER COMBO
FAUCET. REPAIR AND REFINISH TUB/SHOWER.

25'-6*

CLOSET 9. CAST BRASS CONSTRUCTION, 25 GPM
MAXIMUM FLOW, SINGLE-FUNCTION, SWIVEL
- HEAD BATHROOM SHOWERHEAD.

10. AMERICAN STANDARD, 1.6 GALLON, WATER
SAVING BATHROOM TOILET.

79" 1. MOEN CHROME FINISH, SINGLE HANDLE,
LOW-ARC, SOLID BRASS CONSTRUCTION,
BATHROOM SINK FAUCET, MODEL #CAL84502 OR

|_|V| N G APPROVED EQUAL.
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12'-0"

@ 12, 54 GALLON FIRST HOUR RATING WATER

70
~
<

' AFELIANCES BY DATE

< ®_ 13, ENERGY STAR APPROVED 30” GAS
FREE-STANDING RANGE W/UPSWEPT PORCELAIN
| COOK TOP W/ ONE 14,000 BTU POWER BURNER,

TwO 9500 BTU BURNERS AND ONE 500-5000
BTU SIMMER BURNER; WARM AND HOLD STORAGE
DRAWER, SELF CLEANING, 5.0 CUBIC FOOT
OVEN WITH CONTROL LOCKOUT FUNCTIONS.

| —— i == | 14, 30 INCH DUCTED RANGE HOOD WITH A

10’-8* 14/-6* BAKED ENAMEL FINISH, A TwO SPEED BLOWER
WITH AXIAL BLADES AND SOFT NIGHT TIME

LIGHT LEVEL. HOOD VENTS TO THE OUTSIDE.

25'-6" 15, ENERGY STAR QUALIFIED, 18 CUBIC FOOT

HH t A t -t R d | REFRIGERATOR. NO ICE MAKER.
Hicres por men ( emode ) 16, ENERGY STAR QUALIFIED, NSF CERTIFIED
(ALL DIMENSIONS ARE APPROXIMATE; FIELD VERIFY) SANITARY RINSE, HIGH TEMPERATURE WASH

Y . OPTION, HEAT DRY, 24 INCH BUILT-IN
Scale: 1 =4 -0 DISHWASHER.

17, ENERGY EFFICIENT HVAC SYSTEM W/

PROGRAMMABLE SET-BACK THERMOSTAT. SHEET 2 OF 4
6/7/10
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Hillcrest Apartment, EPM (Remodel)

(ALL DIMENSIONS ARE APPROXIMATE; FIELD VERIFY>

Scale: 17=4"-0"

O

PLUMBING

1. PORCELAIN, WHITE DUAL BASIN KITCHEN
SINK W/ TOP MOUNT 9° BOWL DEPTH; 3-HOLE
INSTALLATION, MOEN SOLID BRASS
CONSTRUCTION FAUCET W/ CONVENIENT LEVER
HANDLES, SWIVEL LOW ARCH SPOUT, MODEL
#7425 OR APPROVED EQUAL.

2. % HP INSINKERATOR GARBAGE DISPOSAL.

3. PRESSURE BALANCED, MOEN BRIGHT CHROME
FINISH, THREE HANDLE TUB/SHOWER COMBO
FAUCET. REPAIR AND REFINISH TUB/SHOWER.

4, CAST BRASS CONSTRUCTION, 25 GPM
MAXIMUM FLOW, SINGLE-FUNCTION, SWIVEL
HEAD BATHROOM SHOWERHEAD.

5. AMERICAN STANDARD, 1.6 GALLON, WATER
SAVING BATHROOM TOILET.

6. MOEN CHROME FINISH, SINGLE HANDLE,
LOW-ARC, SOLID BRASS CONSTRUCTION,
BATHROOM SINK FAUCET, MODEL #CAL84502 OR
APPROVED EQUAL.

7. 54 GALLON FIRST HOUR RATING WATER
HEATER.

MECHANICAL

8, 30 INCH DUCTED RANGE HOOD. HOOD VENTS
TO THE OUTSIDE.

8A. 50 CFM, MINIMUM, NuTONE ULTRA BATH
EXHAUST FAN, MODEL #QTRENOSOFLT.

9. ENERGY EFFICIENT HVAC SYSTEM W/
PROGRAMMABLE SET-BACK THERMOSTAT.

ELECTRICAL
10. SQUARE D 100-AMP ELECTRICAL PANEL.
11. GFI CIRCUITS.

12, ALL RECEPTACLES, LIGHT FIXTURES AND
BULBS SHALL BE ENERGY EFFICIENT.

13. SMOKE DETECTORS, INTERLINKED WITH
BATTERY BACKUP.

14. UL LISTED SMOKE/CARBON MONOXIDE
DETECTOR W/ TEST/RESET BUTTON. LED
POWER INDICATOR, 83cb SOUND LEVEL,
INTERLINKED WITH SMOKE DETECTORS.

15. DINING AND BEDROOM LIGHTING FIXTURE:

13-INCH, BRUSHED NICKEL, GREEN MATTERS 2
LIGHT, FLUSH FIXTURE W/ ALABASTER GLASS,
MODEL #HD-2622.

16. KITCHEN LIGHTING FIXTURE: LITHONIA, 1.5
FEET X 4 FEET CAMBRIDGE WHITE 4-BULB, 32
WATT T8 FLUDORESCENT CEILING FIXTURE,
MODEL # 3776RE.

17. BATHROOM LIGHTING FIXTURE: PORTFOLIO
3-LIGHT CHROME TRADITIONAL VANITY, MODEL
# VBI-3CH.

18. INSTALL MANUAL-ON OCCUPANT SENSING
ON/OFF SWITCHES IN ALL BEDROOMS AND
BATHROOM.

19. THE PORCH ENTRANCE LIGHT SHALL BE A
PROGRESS, SATIN ALUMINUM WALL LANTERN,
MODEL # P33511-16.
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ELECTRICAL

1. RECEPTACLES AT KITCHEN BASE CABINETS BETWEEN 20
AND 25 INCHES IN DEPTH, SHALL NOT EXCEED 44 INCHES,
MEASURED FROM THE TOP OF THE RECEPTACLE HOUSING,

ABOVE THE LEVEL OF THE FINISHED FLOOR FOR FORWARD
REACH AND NO MORE THAN 46 INCHES FOR SIDE APPROACH.

¥¥xTHE INTENT OF THE MEASUREMENT IS TO ENSURE THAT
RECEPTACLES FALL WITHIN THE REACH RANGE OF 15 TO
48 INCHES.

2. CONTROLS OR SWITCHES TO CONTROL LIGHTING AND

RECEPTACLE OUTLETS, COOLING, HEATING AND VENTILATING

EQUIPMENT SHALL BE LOCATED NO MORE THAN 48 INCHES
10’—0* 6'-8" g/—o* MEASURED FROM THE TOP OF THE OUTLET BOX NOR LESS
THAN 15 INCHES MEASURED FROM THE BOTTOM OF THE
OUTLET BOX TO THE LEVEL OF THE FINISHED FLOOR.

[ S| E——— === KITCHEN
ACCESSIBLE DOORS f 3. A CLEAR FLOOR SPACE AT LEAST 30 BY 48 INCHES

' Height THAT ALLOWS A PARALLEL APPROACH BY A PERSON IN A
Name Width 9 Comments WHEELCHAIR SHALL BE PROVIDED AT THE RANGE OR

BED/BATH 2’'-10" | 6'-8” 2 COOKTIOP.

FRONT 3'-0" 6'—-8" 4, A CLEAR FLOOR SPACE AT LEAST 30 BY 48 INCHES
Z THAT ALLOWS A PARALLEL APPROACH BY A PERSON IN A

| WHEELCHAIR SHALL BE PROVIDED AT THE OVEN,
| DISHWASHER AND REFRIGERATOR.

BEDROOM

5. A CLEAR FLOOR SPACE AT LEAST 30 BY 48 INCHES
THAT ALLOWS A FORWARD APPROACH BY A PERSON IN A
WHEELCHAIR SHALL BE PROVIDED AT THE KITCHEN SINK.

13'-2*

KlTCHEN 6. THE MINIMUM CLEAR WIDTH BETWEEN THE KITCHEN
BASE CABINETS SHALL BE 48 INCHES.

7. BASE CABINETS DIRECTLY UNDER THE KITCHEN SINK
AREA, INCLUDING TOEBOARD AND SHELVING, SHALL BE
LINEN REMOVED TO PROVIDE CLEARANCE FOR A WHEELCHAIR.
_y THE FINISH FLOOR BENEATH THE KITCHEN SINK COUNTER
AREA SHALL BE EXTENDED TO THE WALL.

DINING paTH

CLOSET

8, A CLEAR FLOOR SPACE OF AT LEAST 30 BY 48 INCHES

K—/ SHALL BE PROVIDED WITHIN THE BATHROOM. THE CLEAR

MANEUVERING SPACE SHALL THE USER TO POSITION A
WHEELCHAIR OR OTHER MOBILITY AID CLEAR OF THE PATH
OF THE DOOR AS IT IS CLOSED AND TO PERMIT USE OF
FIXTURES.

4/-0"

25'-6*

/-4

_________ #¥¥MANEUVERING SPACES MAY INCLUDE ANY KNEE OR TOE
SPACE AVAILABLE BELOW BATHROOM FIXTURES.

CLOSET 9. GRAB BARS AT THE BATHTUB SHALL BE LOCATED ON
EACH END, 32 TO 38 INCHES ABOVE THE FLOOR;
EXTENDING A MINIMUM OF 24 INCHES FROM THE FRONT
H EDGE OF THE BATHTUB TOWARD THE BACK WALL. THE
GRAB BAR AT THE REAR WALL SHALL BE 48 INCHES IN
LENGTH WITH EACH END A MAXIMUM OF 6 INCHES FROM
6/=7" THE END WALLS OF THE BATHTUB.

*xxTHE GRAB BAR REINFORCEMENT SHALL BE A MINIMUM OF
6 INCHES NOMINAL IN HEIGHT.

HILLCREST APARTMENT REMUODEL

ACCESSIBLE FLOOR PLAN

12'-0"

10. THE MINIMUM FLOOR SPACE AT THE WATER CLOSET

LIVING
SHALL BE 48 INCHES IN CLEAR WIDTH, THE CLEAR FLOOR
BEDROOM SPACE SHALL EXTEND PAST THE FRONT EDGE OF THE

)
~
<

WATER CLOSET AT LEAST 36 INCHES.

BY DATE

11, THE CENTERLINE OF THE WATER CLOSET SHALL BE A

MINIMUM OF 18 INCHES FROM OBSTACLES LOCATED AT ITS
SIDES.

12, THE BATHROOM LAVATORY SHALL BE INSTALLED WITH
THE CENTERLINE OF THE FIXTURE A MINIMUM OF 18"
HORIZONTALLY FROM AN ADJOINING WALL OR FIXTURE TO
ALLOW FORWARD APPROACH WITH A CLEAR MANEUVERING

| S T [——F——] SPACE OF AT LEAST 30 BY 48 INCHES.

10'-8* 14—¢* 13, THE LAVATORY KNEE AND TOE SPACE SHALL BE AT

LEAST 30 INCHES WIDE BY 8 INCHES DEEP. THE KNEE
SPACE FACE SHALL BE AT LEAST 29 INCHES HIGH AT THE
oy FRONT AND REDUCING TO NOT LESS THAN 27 INCHES AT A
25'-6 POINT 8 INCHES BACK FROM THE FRONT EDGE.

Hillcrest Accessible Apartment (Remodel) ***THE FINISHED FLOOR BENEATH THE LAVATORY SHALL
(ALL DIMENSIONS ARE APPROXIMATE; FIELD VERIFY) EXTEND TO THE WALL.

Scale: 17=4"-0"
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