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8.0 PURPOSE  
  

The purpose of this section is to establish the minimum requirements for safely changing 
out a damaged or defective service riser stopcock. 
 

8.1 MAINTENANCE 
 
 A. A service stopcock valve found to be leaking may be lubricated and/or tightened 

to stop the leaking.  
 B Use only manufacturers recommended lubricant. 
 
 C. Caution should be exercised to not overtighten the stopcock thus preventing its 

intended operation. 
 
8.2 REPLACEMENT 
 

A. When a service riser stopcock is found to be damaged or defective the stopcock 
shall be changed out or the service riser replaced.  

 
B.  The service line should be shut down and purged of gas to allow for safe removal 

and replacement. This may be accomplished by use of a service valve or 
squeezing. 

 
C. Once isolated, remove and replace the stopcock taking care not to damage the 

threads or replace the service riser entirely.   
 
D. Check for leakage after reenergizing, and repair as necessary. 
 
E.  If the service and/or service riser can not be safely isolated, the use of an 

approved stopcock changer may be required for replacing the stopcock.     
 
8.3 MUELLER NO-BLO VALVE CHANGER 
 
 A. Select the proper unit to be utilized according to the size of the stopcock to be 

removed. Refer to manufacturers Operating Instructions. 
 
 B. Close the stopcock, purge gas, and disassemble the MSA. 
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 C. Free up the rubber plug by operating it several times before use. 
 
 D. Lubricate the rubber plug (Dip in soap solution) 
 
 E. Lubricate bleeder “O” rings (apply soap solution) 
 
 F. Assemble the plugging unit to stopcock 
 
 G. Attach approved safety clamp and jumper cable 
 
 H. Insert and expand the rubber plug 
 
 I. Remove stopcock 
 
 J. Install new stopcock 
 
 K.  Remove NO-BLOW changer and jumper cable 
 
 L. Purge and operate stopcock 
 
 M. Lubricate and tighten as necessary 
 
 N. Leak check 
 
 O. Reassemble MSA 
 
 P. Document work on appropriate form. 


