Southern California

LOGISTICS AIRPORT

PROJECT #CC20-065 RUNWAY 17/35 RECONSTRUCTION PHASE llI
September 15, 2020
ADDENDUM 1

The attached constitutes additional information and serves to clarify issues considered to be part
of the Southern California Logistics Airport Authority “ Runway 17/35 Reconstruction Phase llI
Project #CC20-065.”

QUESTIONS

1. While reviewing the Bid Proposal Price Schedules for the above-mentioned job, | noticed the
following:

a. Base Bid Schedule 2 has duplicate Items 201 and 202.
b. Base Bid Schedule 3 also has duplicates of Items 301-312.
Please advise if this is an error, thank you in advance.

ANSWER: The bid items in question are duplicates. Bid Proposal Price Schedules are
to be replaced with the attached Bid Proposal Price Schedules marked “ADDENDUM
1"

2. | saw that there are (6) different bid schedules listed on the front of the plans, however going
further into them, | can only see bid schedules 100 & 200. If you could please clarify if there
are pages missing or pages that will be coming out soon, that would be greatly appreciated.

ANSWER:

o Bid Schedules 100, 1000, 2000, and 3000 are on Sheet 1 of 43 (the second sheet
in the plan set)

o Bid Schedule 100 is also on Sheet 1 of 6 (the 42nd sheet in the plan set)

o Bid Schedule 200 is on Sheet 1 of 23 (the 49th sheet in the plan set)

o Bid Schedule 300 (AWOS) is not in the plans, only in the specifications.

STATEMENTS

1. SECTION C REQUIRED BID DOCUMENTS MODIFICATIONS:
e The Bid Proposal Price Schedules are hereby replaced by the attached Bid
Proposal Price Schedules forms labeled “ADDENDUM 1."
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Should you have any questions or concerns regarding this project or any of the project
documentation, please email or fax them to Celeste Calderon, Finance Specialist at
cmcalderon@victorvilleca.gov or (760) 269-0045 respectively.

Please confirm receipt of this Addendum #1 by either faxing the signed acknowledgement to the
City of Victorville Purchasing Division at (760) 269-0045, or by attaching it to your Bid Proposal.
Failure to acknowledge receipt of this addendum may result in your proposal being rejected as
non-responsive.

The undersigned hereby acknowledges receipt of ADDENDUM #1.:

Name of Bidder:

Address:

Telephone No: Fax No:

Signature:

Title: Date:

Addendum #1 Approved:

E L Faqg VS 2020

C. Eric RayZAirport Director Date
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ADDENDUM #1

SOUTHERN CALIFORNIA LOGISTICS AIRPORT AUTHORITY
CC20-065 RUNWAY 17/35 RECONSTRUCTION PHASE Il

BID PROPOSAL PRICE SCHEDULES

The undersigned declares he has carefully examined the site of the proposed work, the proposal, plans,
specifications, and contract forms. Bidders shall satisfy themselves to the character, quality, and quantities
of work to be performed, availability of materials, tools, equipment, incidentals, and labor to be furnished,
and to the requirements of the proposed contract. The submission of a proposal shall be prima facie
evidence that the bidder has made such examination and is satisfied to the conditions to be encountered
in performing the work and the requirements of the proposed contract, plans, and specifications to complete
all the work for Phase lll Base Bid in accordance with all the provisions of the Contract Documents for the
prices set forth in the following schedules:

BASE BID SCHEDULE 1 — RUNWAY 17/35 RECONSTRUCTION - Station 59+36.69 to 66+86.69 and
TAXIWAY D

Bid Description u. M. Bid Unit Total
Item Quantity Price
101 | Mobilization (C-105-10.1) LS 1 S
102 | Bonds and Insurance (C-105-10.2) LS 1 S
103 | Personnel Training (G-102-5.2) Allow 1 $10,000.00
104 | Provide Low-Profile Barricade (G-102-5.1) EA 25| S S
105 | Soil Erosion, and Siltation Control — on Finish LS 1 S
Stockpile (C-102-5.1)
106 | Additional Soil Erosion, and Siltation Control Allow $30,000.00
(C-102-5.2)
107 | Utility Relocation (G-201-4.1) Allow $10,000.00
108 | Administrative Delay (G-201-4.2) Allow $50,000.00
109 | Perimeter Road Repair (G-201-4.3) Allow $30,000.00
110 | Remove Existing conduit and Conductors (P- LF 450 | S S
101-5.2)
111 | Remove existing Light Foundation (P-101-5.3) EA 21S S
112 | Remove and Salvage Existing Edge Light (L- EA 21S S
125-5.2)
113 | Provide Quality Control Testing for P-152 (C- Cyd 5722 |S S
100-5.1)
114 | Provide Quality Control Testing for P-208 (C- SF 150,500 | S S
100-5.2)
115 | Provide Quality Control Testing for P-304 (C- SF 150,500 | S S
100-5.3)
116 | Provide Quality Control Testing for P-501 (C- SF 152,316 | S S
100-5.4)
117 | Provide Quality Control Testing for P-403 (C- SF 57,990 | S S
100-5.5)
118 | Cold Mill 0.21 Shoulder Cut (P-101-5.1) SF 45,980 | S S
119 | Remove Asphalt Concrete and Crush to P-208 TN 27,717 | S S
Specifications (G-301-4.1)
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ADDENDUM #1

Bid Description u. M. Bid Unit Total

Item Quantity Price

120 | Crush Stockpiled Portland Cement Concrete TN 2,400 S
to P-304 Specifications (G-301-4.3)

121 | Remove Portland Cement Concrete and TN 2,400 S
Crush to P-208 Specifications (G-301-4.4)

122 | Salvage Existing Aggregate Base and crush to TN 350 S
P-304 Specifications (G-301-4.2)

123 | Over-excavation and Re-compaction P-152 Cyd 5,722 S
95% (P-152-4.1)

124 | Haul and Stockpile Excess or Unsuitable Cyd 5,722 S
Excavation (P-152-4.2)

125 | Structural Section Subgrade Preparation (P- SF 152,000 S
152-4.3)

126 | Place 6" Aggregate Base Course P-208 (P- SF 150,300 S
208-5.1)

127 | Construct 5” Cement Treated Base (P-304- SF 150,300 S
8.1)

128 | Provide Cement (tons) (P-304-8.2) TN 181 S

129 | Provide Hot-Mix Asphalt P-403 Base Course - SF 57,790 S
0.21' (P-403-8.1)

130 | Provide Hot-Mix Asphalt P-403 Base Course - SF 200 S
0.83’ (P-403-8.2)

131 | Provide Non-reinforced Portland Cement SF 112,500 S
Concrete Pavement (t=17.5") (W-150’) (P-
501-8.1)

132 | Provide Non-reinforced Portland Cement SF 28,950 S
Concrete Pavement (T=17.5") (W=100’) (P-
501-8.4)

133 | Provide Non-reinforced Portland Cement SF 1,088 S
Concrete Pavement TW E Pipe Xing(T=18")
(P-501-8.3)

134 | Provide Reinforced Portland Cement SF 8,778 S
Concrete Pavement (T=17.5") (P-501-8.2)

135 | Construct Thickened Edge Joint - Detail A4, LF 1,100 S
Sheet C10.2.2 (P-501-8.5)

136 | Construct Isolation Edge Joint — Detail C3, LF 450 S
Sheet C10.2.2 (P-501-8.6)

137 | Provide Pavement Markings With Beads (P- SF 8,500 S
620-5.1)

138 | Provide Pavement Markings Without Beads SF 4,000 S
(P-620-5.2)

139 | Construct Pavement Marking Control Strip LS 1 S
(P-620-5.3)

140 | Saw-Cut Grooving (P-621-5.1) SF 97,500 S

141 | PCCP Edge CLSM Backfill (P-153-6.1) LF 2,200 S
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ADDENDUM #1

Bid Description u. M. Bid Unit Total

Item Quantity Price

142 | Provide 0.12 gal/sy SS1-h asphaltic emulsion SF 17,680 | S S
seal coat-1 coat (P-623-7.1)

143 | Re-Saw and re-seal Existing PCCP Joint (TW LF 2,075 | S S
D) ((P-605-5.1)

144 | Furnish and Install L-868 Light Can (L-125- EA 2|8 S
8.12)

145 | Install Salvaged Light (L-125-5.5) EA 21S S

146 | Furnish and Install 1-2” PVC Conduit encased LF 450 | S S
-in soil (L-110-5.2)

147 | Furnish and Install Bare #6 conductor (L-108- LF 460 | S S
5.2)

148 | Furnish and Install L-824 #6 Conductor (L- LF 475 | S S
108-5.1)

149 | Furnish and Install Blank Cover (L-125-5.8) EA 18 S

150 | Connect to Existing Circuit (L-125-5.9) EA 21S S

151 | Relocate Lighted “X” (G-102-5.3) LS 1 S

Total Base Bid Schedule 1 $

Total Base Bid Schedule 1 (dollars)
(in words)
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BASE BID SCHEDULE 2 — RUNWAY SHORTENING

ADDENDUM #1

Bid Description U. M. Bid Unit Price Total

Iltem Quantity

201 | Bonds and insurance (C-105-10.2) LS 1 S

202 | Remove Existing Pavement Markings (P-101-5.4) SF 50,040 | S S

203 | Remove and Salvage Existing Edge Light (L-125- EA 73| S S
5.2)

204 | Remove and Salvage Existing Sign (L-125-5.6)) EA 6S S

205 | Install Salvaged Edge Light (L-125-5.5) EA 25| S S

206 | Remove Existing Conduit and Conductor (P-101- LF 2,000 | S S
5.2)

207 | Remove Asphalt Concrete and Crush to P-208 TN 8,500 | S S
Specifications (G-301-4.1) (1=0.67")

208 | Furnish and Install 1-2" PVC Conduit in Pavement LF 700 | S S
(L-110-5.1)

209 | Remove Existing Sign Foundation (P-101-5.5) EA 518 S

210 | Install Salvaged Sign (L-125-5.7) EA 151§ S

211 | Remove Existing Light Foundation (P-101-5.3) EA 12 1§ S

212 | Provide 0.12 gal/'sy SS1-h sealcoat, 2-coat (P-623- SF 436,250 | S S
7.2)

213 | Furnish and Install Bare #6 Conductor (L-108-5.2) LF 1,150 | § S

214 | Furnish and Install L-824 #6 Conductor (L-108-5.1) LF 1,500 | § S

215 | Connect to Existing Circuit (L-125-5.9) EA 718 S

216 | Provide Slurry Seal to removed markings (P-626- SF 50,040 | S S
6.1)

217 | Provide Pavement Marking with Beads (P-620-5.1) SF 55,100 | S S

218 | Provide Pavement Marking without Beads (P-620- SF 12,410 | S S
5.2)

219 | Relocate RDR sign panel (L-125-5.3) EA 24 | S S

220 | Provide new RDR sign panel (L-125-5.4) EA 218 S

221 | Furnish and Install blank cover (L-125-5.8) EA 68 | S S

222 | Furnish and Install L-867 Light Can (L-125-5.1) EA S S

223 | Reinstall PAPI System on new foundation (L-125- LS S S
5.11

224 | Backfill to drain (P-152-4.4) Cyd 6,550 | S S

225 | Provide Quality Control Testing P-152 (C-100-5.1) Cyd 6,550 | S S

226 | Provide 1-2" Sch 40 PVC Conduit in Soil (L-110-5.2) LF 270 | S S

227 | Provide 2-2" Sch 40 PVC Conduit in Soil (L-110-5.3) LF 1325 | § S

228 | Provide 4-2" Sch 40 PVC Conduit in Soil (L-110-5.4) LF 1715 | S S

229 | Provide Directional Bore 4-2” PVC Conduit (L-112- LF 470 | § S
5.1)

230 | Provide L868 Class A, Size C Light Can (L-125-5.12 EA 818§ S

231 | Provide L850D in Pavement Threshold light (L-125- EA 818§ S
5.22)

232 | Provide L806, Size 1, Style 1A, Supplemental Wind LS 1 S
Cone (L-125-5.23)

233 | Provide L849I, LED Runway End Identifier Light LS 1 S
System (L-125-5.10)
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ADDENDUM #1

Bid Description U. M. Bid Unit Price Total
Iltem Quantity
234 | Provide #8 Bare Cu conductor (L-108-5.4) LF 2800
235 | Provide L-824 #8 Cu conductor (L-108-5.3) LF 7000
236 | Provide Precast H20 Rated 24"x36" precast vault EA 4

with traffic rated cover, Jensen PB2436 &
CA2436! or approved equal. (L-115-5.1)

237 | Provide Trench, Conduit and Patch (P-403) per LF 305 | S S
detail on sheet 2 of AWOS Plan (L-125-5.24)
238 | Relocate Lighted "X" (G-102-5.3) LS 1|8 S

Total Base Bid Schedule 2 $

Total Base Bid Schedule 2 (dollars)
(in words)

e —
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ADDENDUM #1

BASE BID SCHEDULE 3 - AWOS

Bid Description U. M. Bid Unit Price Total

Iltem Quantity

301 | Bonds And Insurance (C-105-10.2) LS 1 S

302 | Terminate and Tag Existing L-824 Cable for future LS 1 S
use (L-125-5.13)

303 | Provide #8 AWG L-824 Conductor with brass tags LF 1,400 | S S
(L-108-5.3)

304 | Provide Precast H20 rated 24”x36” precast vault EA 3|§ S
with traffic rated cover, Jensen PB2436 &
CA2436A! or approved equal (L-115-5.1)

305 | Salvage Existing Transformer, Service Equipment, LS 1 S
Transfer Switch and Disconnects. (L-125-5.14)

306 | Install Salvaged Transformer, Service Equipment, LS 1 S
Transfer Switch and Disconnects. (L-125-5.15)

307 | Provide new Transformer Pad (L-125-5.16) LS 1 S

308 | Provide %”x10’ copper clad ground rods (L-115- EA 418 S
5.3)

309 | Provide New AWOS il P/T per FAA A/C 150/5220- LS 1 S
16E (L-125-5.17)

310 | Provide #8 AWG Bare Cu Bond Conductor (L- LF 700 | S S
108-5.4)

311 | Provide 4- 2” Schedule 40 PVC Conduit in Soil (L- LF 600 | S S
110-5.4)

312 | Provide 2- 2” Schedule 40 PVC Conduit in Soil (L- LF 500 | S S
110-5.3)

313 | Remove and Preserve 96 Strand Fiber Optic LF 2,000 | S S
Cable (L-125-5.18)

314 | Install Preserved 96 Strand Fiber Optic Cable in LF 450 | S S
New Conduit (L-125-5.19)

315 | Provide 36”x24” Type 4 Enclosure for Fiber Optic EA 118 S
Termination (L-125-5.20)

316 | Terminate 96 Strand Fiber Optic Cable (L-125- LS 1 S
5.21)

Total Base Bid Schedule 3 $
Total Base Bid Schedule 3 (dollars)

(in words)
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ADDENDUM #1

BID ALTERNATE No. 1 - RUNWAY 17/35 RECONSTRUCTION Station 56+94.19 to 50+36.69

Bid Description U. M. Bid Unit Price Total

Item Quantity

1001 | Bonds and Insurance (C-105-10.2) LS 1 S

1002 | Provide Quality Control Testing for P-152 (C-100- | CYd 1,365 | S S
5.1)

1003 | Provide Quality Control Testing for P-208 (C-100- SF 36,375 | S S
5.2)

1004 | Provide Quality Control Testing for P-304 (C-100- SF 36,375 | S S
5.3)

1005 | Provide Quality Control Testing for P-501 (C-100- SF 36,375 | S S
5.4)

1006 | Provide Quality Control Testing for P-403 (C-100- SF 3,395 | § S
5.5)

1007 | Cold Mill 0.21' Shoulder Cut. (P-101-5.1) SF 3,395 | § S

1008 | Remove Asphalt Concrete and Crush to P-208 TN 1,364 | S S
Specifications (G-301-4.1)

1009 | Salvage Existing Aggregate Base and crush to N 2,175 | S S
P-308 Specifications (P-301-4.2)

1010 | Over-excavation and Re-compaction P-152 Cyd 1,365 | S S
95% (P-152-4.1)

1011 | Haul and Stockpile Excess or Unsuitable Cvd 1,502 | S S
Excavation (P-152-4.2)

1012 | Structural Section Subgrade Preparation (P-152- SF 36,860 | S S
4.3)

1013 | Place 6" Aggregate Base Course P-208 (P-208- SF 36,375 | S S
5.1)

1014 | Construct 5" Cement Treated Base (P-304-8.1) SF 36,375 | S S

1015 | Provide Cement (P-304-8.3) TN 40 | S S

1016 | Provide Hot-Mix Asphalt P-403 Base Course - SF 3,395 | § S
0.21' (P-403-8.1)

1017 | Provide Non-reinforced Portland Cement SF 36,375 | S S
Concrete Pavement (t=17.5") (P-501-8.1)

1018 | Provide Pavement Markings With Beads (P-620- SF 1,940 | S S
5.1)

1019 | Provide Pavement Markings Without Beads (P- SF 647 | S S
620-5.2)

1020 | Provide Sawcut Grooving (P-621-5.1) SF 31,525 | S S

1021 | PCCP Edge CLSM Backfill (P-153-6.1) LF 485 | S S

1022 | Provide 0.12 gal/SY SS1-h asphaltic emulsion SF 3,880 | S S
seal coat (Shoulder)(P-623-8.1)

Total Bid Alternate No. 1 $

Total Bid Alternate No. 1 (dollars)
(in words)
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ADDENDUM #1

BID ALTERNATE No. 2 - RUNWAY 17/35 RECONSTRUCTION Station 54+51.69 to 56+94.19

Bid Description U. M. Bid Unit Price Total

Item Quantity

2001 | Bonds and Insurance (C-105-10.2) LS 1 S

2002 | Provide Quality Control Testing for P-152 (C-100- | CYd 1,365 | S S
5.1)

2003 | Provide Quality Control Testing for P-208 (C-100- SF 36,375 | S S
5.2)

2004 | Provide Quality Control Testing for P-304 (C-100- SF 36,375 | S S
5.3)

2005 | Provide Quality Control Testing for P-501 (C-100- SF 36,375 | S S
5.4)

2006 | Provide Quality Control Testing for P-403 (C-100- SF 3,395 | § S
5.5)

2007 | Cold Mill 0.21' Shoulder Cut. (P-101-5.1) SF 3,395 | § S

2008 | Remove Asphalt Concrete and Crush to P-208 TN 1,364 | S S
Specifications (G-301-4.1)

2009 | Salvage Existing Aggregate Base and crush to N 2,175 | S S
P-308 Specifications (P-301-4.2)

2010 | Over-excavation and Re-compaction P-152 Cyd 1,365 | S S
95% (P-152-4.1)

2011 | Haul and Stockpile Excess or Unsuitable Cvd 1,502 | S S
Excavation (P-152-4.2)

2012 | Structural Section Subgrade Preparation (P-152- SF 36,860 | S S
4.3)

2013 | Place 6" Aggregate Base Course P-208 (P-208- SF 36,375 | S S
5.1)

2014 | Construct 5" Cement Treated Base (P-304-8.1) SF 36,375 | S S

2015 | Provide Cement (P-304-8.3) TN 40 | S S

2016 | Provide Hot-Mix Asphalt P-403 Base Course - SF 3,395 | § S
0.21' (P-403-8.1)

2017 | Provide Non-reinforced Portland Cement SF 36,375 | S S
Concrete Pavement (t=17.5") (P-501-8.1)

2018 | Provide Pavement Markings With Beads (P-620- SF 1,940 | S S
5.1)

2019 | Provide Pavement Markings Without Beads (P- SF 647 | S S
620-5.2)

2020 | Provide Sawcut Grooving (P-621-5.1) SF 31,525 | S S

2021 | PCCP Edge CLSM Backfill (P-153-6.1) LF 485 | S S

2022 | Provide 0.12 gal/SY SS1-h asphaltic emulsion SF 3,880 | S S
seal coat (Shoulder)(P-623-8.1)

Total Bid Alternate No. 2 $

Total Bid Alternate No. 2 (dollars)
(in words)
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ADDENDUM #1

BID ALTERNATE No. 3 - RUNWAY 17/35 RECONSTRUCTION Station 52+09.19 to 54+51.69

Bid Description U. M. Bid Unit Price Total

Item Quantity

3001 | Bonds and Insurance (C-105-10.2) LS 1 S

3002 | Provide Quality Control Testing for P-152 (C-100- | CYd 1,365 | S S
5.1)

3003 | Provide Quality Control Testing for P-208 (C-100- SF 36,375 | S S
5.2)

3004 | Provide Quality Control Testing for P-304 (C-100- SF 36,375 | S S
5.3)

3005 | Provide Quality Control Testing for P-501 (C-100- SF 36,375 | S S
5.4)

3006 | Provide Quality Control Testing for P-403 (C-100- SF 3,395 | § S
5.5)

3007 | Cold Mill 0.21' Shoulder Cut. (P-101-5.1) SF 3,395 | § S

3008 | Remove Asphalt Concrete and Crush to P-208 TN 3,765 | S S
Specifications (G-301-4.1)

3009 | Salvage Existing Aggregate Base and crush to N 897 | S S
P-308 Specifications (P-301-4.2)

3010 | Over-excavation and Re-compaction P-152 Cyd 1,365 | S S
95% (P-152-4.1)

3011 | Haul and Stockpile Excess or Unsuitable Cvd 1,502 | S S
Excavation (P-152-4.2)

3012 | Structural Section Subgrade Preparation (P-152- SF 36,860 | S S
4.3)

3013 | Place 6" Aggregate Base Course P-208 (P-208- SF 36,375 | S S
5.1)

3014 | Construct 5" Cement Treated Base (P-304-8.1) SF 36,375 | S S

3015 | Provide Cement (P-304-8.3) TN 40 | S S

3016 | Provide Hot-Mix Asphalt P-403 Base Course - SF 3,395 | § S
0.21' (P-403-8.1)

3017 | Provide Non-reinforced Portland Cement SF 36,375 | S S
Concrete Pavement (t=17.5") (P-501-8.1)

3018 | Provide Pavement Markings With Beads (P-620- SF 1,940 | S S
5.1)

3019 | Provide Pavement Markings Without Beads (P- SF 647 | S S
620-5.2)

3020 | Provide Sawcut Grooving (P-621-5.1) SF 31,525 | S S

3021 | PCCP Edge CLSM Backfill (P-153-6.1) LF 485 | S S

3022 | Provide 0.12 gal/SY SS1-h asphaltic emulsion SF 3,880 | S S
seal coat (Shoulder)(P-623-8.1)

Total Bid Alternate No. 3 $

Total Bid Alternate No. 3 (dollars)
(in words)
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ADDENDUM #1

BIDDER’'S BASE BID AND ALTERNATES

Total Base Bid Schedule 1 $
Total Base Bid Schedule 2 $
Total Base Bid Schedule 3 $

Total Base Bid $
Total Bid Alternate 1 $
Total Bid Alternate 2 $
Total Bid Alternate 3 $

s AUTHORITY SECRETARY WILL BE READING THIS TOTAL B Dtrstcritios

GRAND TOTAL BID (Schedules 100 + 200 + 300 + Bid Alternate 1 + Bid Alternate 2 + Bid Alternate 3)

(in numbers)

GRAND TOTAL BID

DOLLARS

(in words)

Bidder:

By:

Address:

Phone: Fax:

Email Address:

Signature of authorized Principal/Officer/Representative of Bidder Date
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